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User Manual
© 2056 Hangzhou Hikvision Digital Technology Co., Ltd.

Thisuser manuals intended for users of the models below:

Series Model

DSKH6316W
DSKH6310
DSKH6316WL
DSKH6216L
DSKH8301IWTS
Indoor Station §-Serie$ DSKH8301WT
DSKH830@T

Indoor Station §-Serie3

It includes instructions on how to use the Product. The software embodied in the
Product is governed by the user license agreement covering that Product.

About this Manual

This Manual is subject to domestic anternational copyright protection. Hangzhou

I A1 GAaA2y S5AAAGEE ¢SOKy2ft238 /20 [(GRD 6
manual cannot be reproduced, changed, translated, or distributed, partially or wholly, by
any means, without the priowritten permission of Hikvision.

Trademarks

HIKVISION and other Hikvision marks are the property of Hikvision and are
registered trademarks or the subject of applications for the same by Hikvision and/or its
affiliates. Other trademarks mentioned in this mahaae the properties of their
respective owners. No right of license is given to use such trademarks without express
permission.

Disclaimer

TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, HIKVISION MAKES NO WARRA
EXPRESS OR IMPLIED, INCLUDINGWITLIMITATION THE IMPLIED WARRANTIES OF
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, REGARDING THIS MANUAL
HIKVISION DOES NOT WARRANT, GUARANTEE, OR MAKE ANY REPRESENTATIONS REGARD|
USE OF THE MANUAL, OR THE CORRECTNESS, ACCURARIY] DRFEINFORMATION
CONTAINED HEREIN. YOUR USE OF THIS MANUAL AND ANY RELIANCE ON THIS MANUAL SH
WHOLLY AT YOUR OWN RISK AND RESPONSIBILITY.
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TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, IN NO EVENT WILL HIKVISION,
DIRECTORS, OFFICERBLOYEES, OR AGENTS BE LIABLE TO YOU FOR ANY SPECIAL,
CONSEQUENTIAL, INCIDENTAL, OR INDIRECT DAMAGES, INCLUDING, AMONG OTHERS, DAN
FOR LOSS OF BUSINESS PROFITS, BUSINESS INTERRUPTION, SECURITY BREACHES, OR L(
OR DOCUMENTATION, IN CONNEGVTON THE USE OF OR RELIANCE ON THIS MANUAL, EVEN |
HIKVISION HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES.

SOME JURISDICTIONS DO NOT ALLOW THE EXCLUSION OR LIMITATION OF LIABILITY OR CE
DAMAGES, SO SOME OR ALL OF THE ABOVE EXCLUSIONBEQRIMAY NOT APPLY TO YOU.

Support
Should you have any questions, please do not hesitate to contact your local dealer.

010400108827
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Regulatory Information
FCC Information

Please take attention that changes or modificatiort erpressly approved by the party
NBaLR2yaAroftsS F2NJ O2YLIX Al yOS O2dz R @2AR 0K

FCC compliancé&his equipment has been tested and found to comply with the limits
for a Class A digital device, pursuant to part 15hefECC Rules. These limits are
designed to provide reasonable protection against harmful interference when the
equipment is operated in a commercial environment. This equipment generates, uses,
and can radiate radio frequency energy and, if not installedl @sed in accordance with
the instruction manual, may cause harmful interference to radio communications.
Operation of this equipment in a residential area is likely to cause harmful interference
in which case the user will be required to correct the iféeence at his own expense.

FCC Conditions

This device complies with part 15 of the FCC Rules. Operation is subject to the following
two conditions:

1. This device may not cause harmful interference.

2. This device must accept any interference receivedyding interference that may
cause undesired operation.

EU Conformity Statement

This product andif applicable- the supplied accessories too are

marked with "CE" and comply therefore with the applicable harmonized
European standards listed under tBC Directive 2004/108EC, the
RoHS Directive 201165EU.

201219/EU (WEEE directive): Products marked with this symbol cannot
be disposed of as unsorted municipal waste in the European Union. For
proper recycling, return this product to your local supplupon the
purchase of equivalent new equipment, or dispose of it at designated
collection points. For more information segww.recyclethis.info

200666/EC (battery directive): This product contains a battkeay

cannot be disposed of as unsorted municipal waste in the European
Union. See the product documentation for specific battery information.
The battery is marked with this symbol, which may include lettering to
indicate cadmium (Cd), lead (Pb), or meyc(Hg). For proper recycling,
return the battery to your supplier or to a designated collection point.
For more information seavww.recyclethis.info

Industry Canada ICE®3 Compliance
This device meets the CABES3 (A)/NMB3(A) standards requirements.


http://www.recyclethis.info/
http://www.recyclethis.info/
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Safety Instruction

These instructions are intended to ensure that user can use the product correctly to
avoid danger or property loss.

The preaution measure is divided int@/arningsand Cautions
Warnings:Nedecting any of the warnings may cause serious injury or death
Cautions:Neglecting any of the cautions may cause injury or equipment damage

A A

WarningsFollow CautionsFollow these
these safeguards tg precautions to pregent
prevent serious potertial injury or
injury or death. material damage.

A Warnings

All the ekctronic operation should be strigtcompliance with the electrical safety
regulations, fire prevenbn regulations and other related regulatioimsyour local

region

Please use the posy adapter, which is provided by normal compahlye power
consumptioncamot be less than the required value.

Do not connect several devices to one power adapter as adapter overload may cause
overheat or fire hazard.

Please make sure that the power haseb disconnected before you wire, install or
dismantle thedevice

When the product is installed on wall or ceiling, the device shall be firmly fixed.

If smoke, odors or noise rise from the device, turn off the power at once and unplug the
power cable, ad then please contact the sdoe center.

If the product does not work properly, please contact your dealer or the nearest service
center. Never attempt to disassemble tdeviceyourself.(We shall not assume any
responsibility for problems caused by unharized repair or maintenancg.

A Cautions

Do not drop thedeviceor subject it to physical shock, and do not expose it to high
electromagnetism radiation. Avoid the equipment installation on vibrations surface or
places subject to shock (ignorance cansmequipment damage).

Do not place thelevicein extremeY hot (refer to the specification of the device for the
detailed operating temperature)cold dusty or damp locations, and do not expose it to
high electromagnetic radiation.

Thedevicecover for hdoor use shall be kept from rain and moisture.

Exposing the equipment to direct sun light, low ventilation or heat source such as heater
or radiator is forbidden (ignorance caause fire danger).

iv
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Do not aim thedeviceat the sun or extra bright places.tfooming or smear may occur
otherwise (which is not a malfunction however), and affecting the enduransertsor
at the same time.

Please use the provided glove when open updeeicecover, avoid direct contact with
the devicecover, because the acidssveat of the fingers may erode the surface coating
of the devicecover.

Please use a soft and dry cloth when clean inside and outside surfacesdefvine
cover,do not use alkaline detergents.

Please keep all wrappers after unpack them for future Usease of any failure
occurred,you need toreturn the deviceto the fadory with the original wrapper.
Transportation without the original wrapper may result in damage ondinéceand

lead to additional costs

Improper use or replacement of the battemyay result in hazard of explosion. Replace
with the same or equivalent type only. Dispose of used batteries according to the
instructions provided by the battery manufacturer.
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1 Overview

1.1 Introduction

The video intercom system can realize fimes such as video intercom,
residentto-resident video call, live vieaf HD video, access control, ogard system,
elevator linkage8-ch zonealarm, noticeinformationand visitor messages providea
complete smart community video intercogystem

The video interconindoor station is mainly appliet situations such as community,
villa, and official buildings

1.2 Main Features

Videointercomfunction

Remote unlocking function
Residentto-resident audio call

Live view of HD video

Voice message function

Auto-respond and no disturbing mode
Noise suppression and echo cancellation
8-ch zone alarm and SOS calling function
Community notice

Convenient installation with the bracket, batch setsngnd power over video/audio
distributor (DSKAD606, DEAD612)
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2 Appearance

2.1 Appearance oDSKH830tWTSDSKH8301WT/
DSKH830aT

Table 21 Components Description

No. Description
r O_]f 1 Builtin Camera (Only
HiKvIsion DSKH&01-WT supports)
2 Power Supply Indicator
3 Information Indicator
4 Alarm Indicator
5 SOS Touch Key
L == /?;';}\ B 6 Unlock Touch Key
B ] 7 Live View Touch Key
lfiguri n IZrontgPaiel 10 8 Management Center Touch Keg
9 LCD Display Screen
10 Microphone
Table 22 Components Description
No. Description
11 TF Card Slot
12 Serial Port
13 Mechanical Switch
5 ||‘!'|, H . 14 Power Supplyndicator
Y ) 15 NetworkInterface
_ Figure 22 Rear Panel 16 Loudspeaker
[ore]

. Holddown the SOSouch key to trigger a SOS alarm and upload the alarm message to
the management center (iVM&00 client software or the master station).

, The Unlock ke)@"_") is valid only when does the indoor station speathwhe door
station or open the live view of the door station.
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2.2 Appearance oDSKH6316W/DSKH6310

Table 23 Components Description

e \ No. Description
Power Supply Indicator

Information Indicator

Alarm Indicator
SOS Key
Unlock Key

[0 & o]

C=T= = )]
% 9%
1 4 5 6 7 8 l)

Figure 23 Front Panel

LiveView Key

Management CenteKey

LCD Display Screen

OO |IN|O|O|D|W|IN|F

Microphone

Table 24 Components Description
No. Description
10 Power Supplynterface
11 Network Interface
12 Terminals
13 Loudspeaker

Figure 24 Rear Panel

1

[Nore]
, Holddown theSOkey to trigger a SOS alarmdaupload the alarm message to the
management center (iVM&200 client software or the master station).

The Unlock ke)@"_") is valid only when does the indoor station speak with the door
station or open the live view of the door station.

5
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2.3 Appearance of DEH6310WL/DSKH6216L

Table 25 Components Description

No. Description

/ HIKVISION \

Power Supply Indicator

Information Indicator

Alarm Indicator
SOS Key
Unlock Key

[0 & 8]

ooo‘(’“"“ 0 T/
1 4 5 6 7 S‘L

Figure 25 Front Panel

Live View Key

Management CenteKey

LCD Display Screen

OO |IN|O|O|D|W|IN|F

Microphone

Table 26 Components Description
No. Description
10 Power Supply
11 Network Interface
12 Terminals
13 Loudspeaker

Figure 26 RearPanel

[NoTe]
, Holddown theSOSkey to trigger a SOS alarm and upload the alarm message to the
management center (iVM&200 client software or the mée station).

, The Unlock ke)@"_") is valid only when does the indoor station speak with the door
station or open the live view of the door station.

For DSKH6216Lindoor station,there are different meanings when you press or hold
down the fourmechanicakeys.
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Keys Hold Down Press
SO SOS Key Returnkey
‘"_f@ Directionkeys andg /Unlock Key
() Live View Keplarm Directionkeysg, and3
C% Management Center Key ConfirmKey
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3 Typical Application

7777777777 Building----------- PCdient
e
- ——-1. omg o
' Indoor ndoor <.
App | Extension 2 _Extension 2

Resident2 | _Residentl _ =
3F R
@ q ideo/ Audio
L= a1 Distributor
. Center Master Sation
Resident 2 Resident 1

| il | T
= -] Bl
Resident 2 Resident 1 -
1F ™ 4
|l | il

i |
EmE o | -] V;i;?i/:umglro Master Sation
: — In Guard's Room
Resident 2 Resident 1
———Network Cable
Optical Fiber . m . -
———— RS485 d Ees Grd i e
***** Wi-H  Reader 2.5 Reader 5.:
P ; L— —
| OneResident Door Sation Outer Door Sation

Figure 31 Typical Applicationf IndoorStation

;!E
[NoTe]
Indoorextensions in a resident are in the same LAN with other devices in a video
intercom system.
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4 Terminals and Interfaces

4.1 Terminals and Interfaces dSKH830IWTS/

DSKH8301WT/ DSKH8308T
S-485 ALARM ALARM IN
i L/ OUT“ — —\
ﬂnga%s 25822283 2g%
0o < OO0 oo=z02Z2 =SS5 005 5 5 5
I/-\1 A10I =Bl BlO=

Figure 41 Terminalsof DSKH8301WTSDSKH8301WT DSKH8306T

Table 41 De<riptions ofTerminals and Interfaces

Name No. | Interface Description
Al | RS48B+
485 | A2 | RS48B
Communication Reserved
Port A3 | RS48B+
A4 | RS48B-
. A5 GND Grounding
Grounding -
A6 GND Grounding
A7 COM1

Alarm Relay Outputefminal 1 (Dry Contact)
ALARM OUT | A8 NO1

(Alarm Output) | a9 COM2

Alarm Relay Output Terminal 2 (Dry Contag

Al0 NO2

B1 JIN8 Zone Detector Input Terminal 8

B2 JIN7 Zone Detector Input Terminal 7
ALARM IN B3 JIN6 Zone Detector Input Terminal 6
(Zone Input) | B4 JIN5 Zore Detector Input Terminal 5

B5 GND Grounding

B6 GND Grounding
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Name

No. | Interface Description

B7 JIN4 Zone Detector Input Terminal 4
B8 JIN3 Zone Detector Input Terminal 3
B9 JIN2 Zone Detector Input Terminal 2
B10 JIN1 Zone Detector Input Terminal 1

4.2 Terminals and Interfaceef DSKH6316W/

DSKH6310

L+ NN < LhLDI\OOSD
n wmz2zz22 ZZZZOZ
0o === = == ==

T I A CC < A AT <O
oD @® @ 0 @ O 0 0 0 O ®@® O
== S
‘A1 A6 B1 B6'

Figure 42 terminalsof DSKH63160W/DSKH6310

Table 42 Descriptions offerminals and Interfaces

Name No. Interface Description
Al RS485
Reserved
A2 RS48%
A3 AIN1 Zone Detector Input Terminal 1
A4 AIN2 Zone Detector Input Termah 2
A5 AIN3 Zone Detector Input Terminal 3
. A6 AIN4 Zone Detector Input Terminal 4
Terminals -
B1 AINS Zone Detector Input Terminal 5
B2 AIN6 Zone Detector Input Terminal 6
B3 AIN7 Zone Detector Input Terminal 7
B4 AIN8 Zone Detector Input Terminal 8
B5 AOUT Alarm Relay Output
B6 GND Grounding
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4.3 Terminals and Interfaces of DISH6316WL/
DSKH®&10-L

AIN1
AIN2
GND

Al A2 A3

Figure 43 Terminalsof DSKH6318WL/ DSKH&10-L

Table 43 Terminals Description

Name No. Interface Description
Al AIN1 Zone Detector Input Terminal 1
Terminals A2 AIN2 ZoneDetector Input Terminal 2
A3 GND Grounding
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5 Installation and Wiring

Before you start:

, Make sure the device in the package is in good condition and all the assembly parts
are included.

. The power supply the indoor station supports is 12 VDC. Please soa&gour
power supply matches your indoor station.

. Make sure all the related equipment is powaff during the installation.

. Check the product specification for the installation environment.

5.1 Indoor Stationlnstallation

The wall mounting plate and therjation box are required to install the indoor station
onto the wall. Junction boxes forsriesand 6-series indoor stations are the same.

5.1.1Wall MountingPlate

127 mm
102 mm
60 mm
- V)
B P E:
@ &
Mm ’Q

4
jl==l )

Figure 51 Wall Mounting Plate

100 mm
e
NG

4

[NoTe]

The dimensionof junction box should b&5 mm (width) x 75mm (length) x 5anm
(depth).

5.1.2Wall Mounting with Junction Box

Wall mountinginstallations are the same for theggries indoor stations and the
8-series indoor stationddere we takehe wall mounting of D&H6310 model as an
example.

10
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Steps:

1. Chisel a hole in the wall. The size of the hole shoulddyam (width) x 76mm
(length) x 5amm (depth).

2. Insert the junction box to the hole chiseled tre wall.

3. Fix the wall mounting plate to the junction box with 2 screws.

Wall Mounting

Figure 52 Instal the Plate

4. Hook the indoor station to the wall mounting plate tightly by inserting the plate hooks
into the slots onthe rear panel of the indoor station, during whithe lock catch will
be locked automatically.

—
- ‘
,/

Figure 53 Hook the Indoor Station to the Plate

11
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5.2 Indoor StationWiring

5.2.1Wiring of DSKH8301WTS/ DEKH8301WT/ DSKH8306T

ﬂs o i —\‘
Q (@)
QOO zZzo0Zleecce®®ee €
Z Z Z Z
Po X >»55E8R858Z565£55 %2
e 6 06 06 o o o P ©6 06'0 ¢ © 6 6 6 6 o6 0 o
Alarm + + + +
Output Alarm | [Alarm Alarm | [ Alarm
Device Input | | Input Input || Input
+ Devjce| [Device Device| [ Device
Reserved . DC_| B B ol
)WER

)

}J
% H Yo

The termindls of the real panel of indoor stations are listed as below.

485 —I I—ALARMOUT-I ,— ALARMIN
QO 0
QOO0z0zZzecceeecec
zZ Z Z Z
Yo 3>»585525R8355858%58%2
® &6 0606 6 0606 0606 06 060 060 0 0 0 00 o

Figure 54 Wiring of DSKH8301IWTS/DSKH8301WT DSKH8300T Indoor Station

12
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5.2.2Wiring of DSKH6316W/DS-KH6310

J

/ ,— ALARMIN

® 1N0 WYV

a H e cceceo®
Sazzz= ZZzZzZzc Z
T+ 2N WA a o N o™ O
o O 6 06 o ¢ o O ¢ o ®
+ T +
Alarm Alarm Alarm || Alarm
Input Input Input | |Output
Device Device Device| | Device +
Reserved | — - DC
POWER

»

—

The terminals of the real panel of indoor stations are listed as below.

>

ALARMIN S

X

£
o b e ceccecco®
Lazzzz zZzzzcZ
T+ AN W R oo Nowo—+ 0
o 6 06 0 o0 O e 6 06 06 0 o

Figure 55 Wiring of DSKH6316W/DSKH6310ndoor Station

13
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5.2.3Wiring of DSKH6316WL/DS-KH&10-L

— - ALARM N

\

ecNly |

> ®
P zZ
= &)
< [J

+ +

Alarm Alarm

Input Input

Device Device

/)

| | ——
s H 3

The terminals of the real panel of indoor statiohs are listed as below.

.

r ALARMIN
>
=

°
Figure 56 Wiring of DSKH6318WL/ DSKH®&10-L Indoor Station

eZNly |

® dNO

14
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3;.;
[NOTE
Descriptiors of Indoor Statiorinterfaces are shown in the following table.
Interface Description
ALARM IN | Connect alarm device, with one end of the device connec
to JINx and the other end connecting to GND (x indicatd
number between 1~8).
ALARM OUT Connect alarm output devices.
GND 12V Connect to DC power supply 12V.
LAN Network port of indoor station. Connect the indoor station
the same LAN with the door gtan. (Support POE

15
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6 Before You Start

For the firsttime use of the device, you are required to activate the device and set the
device passwordYou can activate the device on the 8§ internet withBatch
Configuration Tool, or with iVM&00 client eftware.

To activate the device on the Ul, refertd.ocalOperation

To activate the device with Batch Configuration Tool or M), refer
to 8 Remote Operationia Batch Configuration Toahd9 Remote
Operation via iVM2@200Q

Toconfigure the key parameters of devioa the user interface of indoastation, you
are requied to input the admin password.

Thedefaultadminconfigurationpassword i$888999
The default unlocking password and arming/disarming password 28656
The default duress code &54321

You must change these default credentials to protect against unauthorized access to the
product.

16
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7 LocalOperation

51

Here the local operation of indoor stations with touch screen is taken as example.
The IEKH620-Lshould be operated with physical keys. T3@key works as a
return key;the Unlockkey works as direction kegsandg to turn up and leftthe

Live Viewkey works as direction kegsand3 to turn down and rightand the
Management Centekey woks as a confirm key.

7.1 Activating Devicd.ocally

Steps:
1. Power on thedeviceto enter the activation interface automatically.

B

B

Create Password ‘ v

No Missed Call

Password length: 8 to 15 characters

OK M

Scene Mode No New Message

Figure 71 Activationinterface (DSKHB301-WT)
2. Create a password and confirm it.
3. Press théDKbutton to activate the device.

STRONG FSSWORD RECOMMENBR® highly recommend you to create a stron
f password of your own choosing (using a minimum of 8 characters, including

at least three kinds of following categories: upper case letters, lower cgse
letters, numbers, and special charactarsprder to increase the security of
your product. And we recommend you reset your password regularly, especially i the
high security system, resetting the password monthly or weekly can better protect your
| product
=
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, You must create a password to actieathe devicefor your first time usage and when
it is not activated.

Only when the device is activated, can you operate it locally and remotely.
Here tre activation interface of DRH&801-WT indoor statioris taken as example.

B

B

7.2 User InterfaceDescription

7.2.1User Interface ofndoor Station

@ Door Station!

4
B rorca
No Missed Call

" Arming Status A2 B N Now Messago

Figure 72 User Interface of Indoor StatioRPége )

Cent u
enter
© m

Call Elevator Live View

A < SN

Contact List | Information Management Settings

18
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Slideleft and right to realize the switch between two interface pafesept for
DSKH6216L

Herethe user interface of DBH&01-WTis taken ags example.
OnlyDSKH8303IWT3DSKH8303WT/DSKHB83080T indoor stationssupportTFcard
DSKH6216L only has one interface page.

Door Station!

Center Call Elevator Live View

A

g =X

Settings

o Missed Call :

Figure 74 User Interface of DBEH6216L
7.2.2 UserInterface ofIndoor Extension
I
No TF Card .<]

: = > :
Settings w‘:,;‘mmsm Live View

Center

Arming Status psamed. > | Call Elevator

Figure 75 Userlnterface ofindoor Extension

.

l

, Ornly DSKH830iWT3$DSKH8303WT/DSKH8308T indoor extensionsupportTF
card

., Herethe user interface of BEH&01-WT indoor extensiois takenas example
19
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7.2.3 Statusof Indoor Station

Table 71 Description of Status Icons

Icon

Definition

Description

Normal Status.

The communication between indoor station,
door station andnaster stationis normal.
And the communication between indoor
station and indoor extension is normal.

The indoor
station is offline.

Please check the network cabbe WiFi
connection

Door Station|

Excepion occurs
in the
communication
with door
station.

Room No. conflict. Configure the Room No.
again.

InvalidRoom No. Configure theRoom No.

Invalid main door station IP address. Configu
the main door station IP address.

Network of door statia is abnormal. Check th
network connection of main door station.

Communication of door station is abnormal.
Check if the door station IP address is correc|

-

Center!

The indoor
station hasnot
registered in the

Invalid SIP server IP address. t8etSIP server
IP address.

Network of SIP server is not available. Check
the SIP server network connection.

SIP server communication is not available.

SIP server. Check if the SIP server IP address is correct.
SIP server rejected to login the device. Chéc
the device No. has been registered.
The indoor
station IP
3 4 address conflicts| Please check the IP address.
IP Conflictl with that of
other device.
‘ TFcard is OnlyDSKH8303IWT3DSKH8301WT

inserted in the
indoor station.

DSKH8306T Models supporthe TFcard
function.
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Icon

Definition

Description

"
TF Card!

Exception occurs
with the TFcard.

No TFcard is
inserted in the

indoor station.

7.2.4 Status oflndoor Extension

Table 72 Description of Status Icons

Icon

Definition

Description

Normal Status.

The commuication between indoor station
and indoor etension is normal.

The mc_ioo_r Please check the network cabte WiFi
D extensionis connection
Network! Ofﬂlne.
The indoor
extension IP
3 4 address conflicts| Please check the IP address.
IP Conflict! with that of

other device.

Station!

The indoor

Invalid indoor station IP address. Set the indd
station IP address.

extensionhas
not connected

Network of indoor station is notavailable
Check the indoor station network connection

to the indoor
station.

The indoor extension number conflicts wi
number of another indoor éension.

TFcard is
inserted in the
indoor station.

TF Card!

Exception occurs
with the TFcard.

No TFcard is
inserted in the
indoor station.

OnlyDSKH830IWT3DSKH8303IWT/
DSKH8308T Models supporthe TFcard
function.
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7.2.5Arming Status
Purpose:

4 kirds of scene modes are supported the indoor station: Sleeping Mode, Indoor
Mode, Outdoor Mode, and Custom Mode.

You can arm or disarm your room in each scene mode manually. When your room is in

the arming status, the arming status will display on theirmaterface of the indoor
station.

Arming Your Room

Steps:
1. Press theArming Statugab to display the arming status interface.

R

Custom | Indoor

Figure 91 Pressing Arm Tab

2. Press theArm tab.

3. Enterthe arm password to enable the arming status.

4. (Optional) Presa scene modécon, and enterthe arm password to change the scene
mode of the indoor station.
Example:After setting the arming status, press the Sleeping tab, and enteartime
password. The indoor station changeghe arming status othe sleepingnodeand
the interface will display as follow:

[ )
-- Sleeping

Arming Status Disarmed. >
Figure 92 Sleeping Mode

Disarming Your Room
1. Press theArming Statugtab to displaythe arming status interface.
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Re

Outdoor

Custom

Figure 93 Pressing Disarm Tab

2. Presghe Disarmtab.

3. Enter the disarm password to enable the disarming status.

4. (Optional) Presa scenemodeicon, and enterthe disarmpassword to change the
scene mode of the indoor station.

"
[NoTe]
Only one mode of arming can be set at one tifi¢hen you set another mode of
arming status, the former one is disarmed automatically.

If enablingthe arming statusuccessfully, you can hear a voice promgrimed, and
the corresponding arming status wdlisplayon the main interface.

B

If enablingthe disarming status successfully, you can hear a voice préigarmed,
and the corresponding disarming status wilplayon the main interface.

The DSEKH5210Lindoor station does not support thisinction.

B

7.3 Indoor StationSettings

Purpose:

On the settings interface, you can set passwords (admin password, duress code, unlock
password, and arm/disarm password), se¢ ttlevice sound, set ndisturbingschedule,

set the arming mode and zone, perform the system maintenance, set the configuration
settings, and view the device information.

7.3.1Password Settings

Purpose:

You can edit th@admin password(configuration passwordjuresscode, unlock

password andirrm/disarmpassword of the indoor station.

You can edit the admin password (configuration password) and arm/disarm password
of the indoor extension.

B

Enter admin password when configurikgy parameters.
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Enter duress codm the door station when the user is hijacked.

Enter unlock password in the door station when opening door of the building.
. Enter arm/disarm password when arming/disarming the zone
Steps:
1. Press theSettingstab on the touch screen to enter the passwiaettings interface.

Password Settings a“

Unlock Password

Admin Duress Code Arm/Disarm

Admin Password Sound
® Enter the admin password in the indoor station while
configuring key parameters. No Disturbing
STRONG PASSWORD RECOMMENDED
Arming Mode

1. Change the default password for the first login.

Zone Settings
2. Change the password once the password leaks out.

. — Maintenance
3. Change the password of simple combination.
4. Reset the password regularly. Configuration
Information

Q@ & 4% ¢ P& D 0|2

& Edit

Figure 94 Password Settingsterface (hdoor Station)

Password Settings a“
Admin Arm/Disarm ﬂ Password
Admin Password J3 sound
Enter the admin password in the indoor station while
configuring key parameters. ‘ Arming Mode
STRONG PASSWORD RECOMMENDED
-@- Zone Settings
1. Change the default password for the first login.
f Maintenance
2. Change the password once the password leaks out.
. o o Configuration
3. Change the password of simple combination.
6 Information

4, Reset the password regularly.

£ Edit

Figure 95 Password Settingsterface (ndoor Extension)

2. Press theAdmin Passwordab, Duress Codéab, Unlock Passwordab, or
Arm/Disarm Passwordab to enter corresponding interfaces.
3. Press lhe Edittab to pop up the password changing dialogue box.
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Change Password X

Figure 96 PasswordChangng Interface

4. Ente the old password to change it
5. Enter the new password and confirm it.

6. Press the [ tab to savethe settings.

STRONGPASSWORRECOMMENDEDNe highly recommend yoto create a
strong password of your own choosing (using a minimum o¢f 8
characters, includingat least three kinds of followingategories
upper case letters, lower case letters, numbers, and special characters)
in order to increase the security of younguct. And we recommen

you reset your password regularly, especially in the high security system, resetting
the password monthly or weekly can better protect your product.

=
JINOTE]

. Thedefaultadmin passwordconfiguration password} 888999

. Thedefaultunlock passwordarm/disarm passwordand scene passwosate 123456
. Thedefaultduress code 654321

, Forindoor Extension, only admin password and arm/disgrasswordare supported.

7.3.2SoundSettings

Purpose:

You carset the ringtone, ring duratiorgall forwarding time volume of microphone and
loudspeaker, enable/disable touch sound and aatswer functioron sound settings
interface

Steps:

1. Get to the sound settings interfac8ettings-> Sound Settings
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Sound Settings

Ringtone Ring Duration Call Forwarding & Password
@ call_ringtone1 > = 30s + - 0s +
Q No Disturbing
Microphone Volume Loudspeaker VVolume
<]>) q-7 ¢ {7 ¢+ ‘ Arming Mode
@ Zone Settings
Touch Sound
@’) f Maintenance
*You can enable/disable touch sound by switching on/off.
ﬁ Configuration
Enable Auto—Answer
@ ° Information

*You can enable/disable auto—answer by switching on/off. i

I

Figure 97 SoundSetting Interface (Indoor Station)

2. Set coresponding parameters.
Ringtone:There are 3 ringtones by default, and you can custom and import at most 4
ringtones via Batch Configuration Tool or iVEERO Client Software.
Ring Duration: The maximum duration of indoor station when it is called witheing
accepted. Ring duration ranges from 30s to 60s.
Call Forwarding (Time)Ehe ring duration limit beyond which the call is automatically
forwarded to eh mobile phone designated by the resident. Call forwarding (time)
ranges from Os to 20s.
Enable Aito-Answer:After enabling the auteanswer functionthe visitor can leave
the voice message to the indoor station from the door station, the master station, or
the client software.

=
[NoTe]

, Auto-answerfunctionis only available to-8eries indoor stations witfiF card
function and 6series indoor stations.

Forindoor extension, it does not support the ring duration settingall forwarding
settings, or auteanswer function.
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Ringtone

call_ringtone

Microphone Volume Loudspeaker Volume

q-0

Touch Sound

>»

Sound Settings

Password
Sound

Arming Mode
Zone Settings
i+ q-0 i+

Maintenance

Configuration

Q@ & b e PRID

Information

*You can enable/disable touch sound by switching on/off.

Figure 98 SoundSettings Interface Ihdoor Extension)

7.3.3No Disturbing Setting

Purpose:

Two typesof no disturbing mode can be configuredi dayand Scheduled

Steps:

1. Get to the no disturbing settings interfacgettings->No Disturbing

All Day

Schedule

Start Time

-0

Current Day

No Disturbing Settings a
a Password
ﬁ Sound
End Time Q No Disturbing ¢
-0 ‘ Arming Mode
Current Day —@} Zone Settings
f Maintenance
Q Configuration
o Information

Figure 99 No DisturbingSettingsdnterface

2. Select no disturbing modaill Dayor Scheduled

All Day:

B
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1) Switch to @ 10 enable nodisturbingmode.
Scheduled:
1) Switch to « to enable nadisturbingmode.
2) Set the start time and the end time.
o P
[NoTe]

Under aliday nodisturbingmode, the indoor station will not ring all day when it is
called by door station or other indoor statiori®t the call logs will be saved.

B

Under scheduled ndisturbingmode, the indoor station will not ring between the
start time and the end time when it is called by door station or other indoor stations,
but the call logs will be saved.

Indoor extension a@es not support No Disturbingings.

B

7.3.4ZoneSettings

Purpose:
You can set theone type, alarm type and delay time and other parameté$i® zones
Steps:
1. Get the zone settings interfac8ettings->Zone Settings
Zone Settings D
Zone No. | Zone Type k‘ NO/NC | Alarm Type | Delay Time ﬂ Password
7w Zone Smoke Detector NO 24h Alarm 0s/0s ﬁ Sound
Zone 2 Gas Detector NO 24h Alarm 0s/0s Q No Disturbing

@ DE

Zone 3 Active Infrared NO Delay Alarm 30s/30s ‘ Arming Mode

Zone 4 Active Infrared NO Delay Alarm 30s/30s _@ 2o Ssliliga {

Zone 5 Active Infrared NO Delay Alarm 30s/30s
o Maintenance

GED

CED

Zone 6 Active Infrared NO Delay Alarm 30s/30s
ﬁ Configuration

EED

Zone 7 Active Infrared NO Delay Alarm 30s/30s

Ll o Information
| Zone 8 Active Infrared NO Delay Alarm 30s/30s
1 ﬁ

Figure 910 ZoneSetting Interface

GED

2. Press a zon® pop upthe zoneeditingdialogue box.
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Edit Zone X

Zone Type Smoke Detector >

Alarm Type 24h Alarm

NO/NC NO >
Enter Delay ~ 0% +
Exit Delay ~~ 0s +

Figure 911 Zone EditingInterface

3. Set the zone type, alarm type, status of arming status, entering delay, and exiting
delay.

4. Press the tab to save the settings.

=
[[NoTe
, 6zone types are selectablPanic Button, Door MagnetiSmoke Detectoiictive
Infrared Passivenffrared, and Gas Detector.
, 3 alarm types are selectable: 24h Alarm, Instant Alamd,Delay Alarm.
Set the alarm typ@s24h alarm, andhe zone will be armed for 24h.
Set the alarm type as instant alarm, afid$ 1 2y S At €t | £ N¥Y 2

Set the alarm type as delay alarm, and gbould sethe enteling delay
duration and exingdelay duration.

Boththe entering delaydurationand the exiing delaydurationare from 30s to 60s.
. For Gas Detector ahSmoke Detector, the alarm type is set as default 24h alarm.
, The DKH210Land DSKH6310WLindoor stations only support 2 zones.

7.3.5Arming Mode Setting

Purpose:

4 arming modes can be configured: outdoor mode, indoor mode, sleeping mode and
custom mode.

Steps:

1. Get to the arming mode settings interfacgettings-> Arming Mode
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Arming Mode Settings ™
Indoor ‘ Sleeping | Custom ﬂ Password
ﬁ Sound
Q Zone 1 O % Zone 2
Q No Disturbing
n) n) ‘ Arming Mode <{
3 =
5 Zone 3 Zone 4
—@— Zone Settings
= = Maintenance
3 3
= Zone 5 Zone 6 f
ﬁ Configuration
~
= Zone 7 Zone 8 |ii ﬂ Information

Figure 912 Arming Mode Settings Interface

2. PressOutdoor Modetab, Indoor Modetab, Sleeping Moddab, andCustom Mode
tab to enter corresponding arming mode settings interface.

3. Switch to @ to enablethe arming in the selected zoon.

&
[[Nore]

Zones in each arming mode candmnfiguredmanually. See detailed information in
7.3.4ZoneSettings.

For24H alarm zoaand smoke detector zoneven if it is disabled under current
arming mode, the indoor station will still alarm when it is triggered

Arming mode settings should be configured with the settings of arming status on the
the user interface othe device.

TheDSKH5210Land DSKH6316WLindoor stations only support 2 zones.

B

7.3.6 System Maintenance

Purpose:

You canformat TFcard, clear the screen, view the version information of the indoor
station andrebootthe systemon the system maintenance interface.

Steps:
1. Get to the system maintenance interfacgettings->Maintenance
2. Presghe Formattab to format the TF card.

3. Switch to «© to enable the clear screen mode.
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4. Press theReboottab to rebootthe system.

System Maintenance

a Password
TF Card
ﬂ Sound
No TF Card
Q No Disturbing
Al Mod
Clear Screen ‘ rming Mode
éz -@- Zone Settings

*Enable it to start cleaning, and hold down the Unlock key to end.

Maintenance Information Reboot ¥ Configuration

ﬁ Model:  XX-XXXX-XX
o Information

Version: Vxxx build xxoox i

Figure 913 System Maintenancénterface

S;_Z

[[Nore]
OnlyDSKH8®1-WTS/DSKH8308T/DSKH831-WT indoor stations suppoiftFcard
function.

., Afterenabling Clear Screen functiqress and holdhe Unlockkey |\°"' ) to exitthe
clear screen mode.

7.3.7 Configuration $ttings

Purpose:

On the configuration settings interfaceply can setand view the local information,
configure the network, manage devices, synchronize the device time, and restore the
default settings.

SettingLocal Information

Steps:

1. Get to the configuration interfaceSettings > Configuratiorand enter the admin
passwod (configurationpassword).

2. Press theLocal Infatab, and select the indoor station typbidoor Station orIndoor
Extension
Indoor Station Set the Room No.
Indoor Extension Set the Extension No., and set a room name.
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Local Information “
)
Indoor Station Type Room No. \) Lol ife
Indoor Station > 701 @ Network
= Device
Video Standard © sync Time
" - .
Reboot the system after editing the video standard. Iﬁ Restore
PAL >
Live View Duration
*You can set the Max. live view duration.
- 30s +
Figure 76 Local Information Setting$ndoor Station)
Local Information a
)
Indoor Station Type No.(1~5) Room Name 0 el i
Indoor Extension > 1 Room 1 @ Network
i@« Device
Video Standard @ Sync Time
% " .
Reboot the system after editing the video standard. fii Restore

PAL >

Live View Duration
*You can set the Max. live view duration.

= 30s +

Figure 77 Local Information Settingsndoor Extension)

3. Press the droflown list to select a video standar@AL or NTSC
4. Setthe maximum live view duration of the device.

[Nore]

TheExtension No. is numeric from 1 to 5, i.e., up to 5 indoor extens@mgannect
to one indoor station.

B
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, Only DSKH8301WT,and DSKH8303IWTSrequire settingthe video standardand the
system will reboot after selecting video standard

The maximum live view duration varies from 10 seconds to 60 seconds.

B

SettingNetwork

Purpose:

Network connection is mandatory for the use of the indoor station.

Steps:

1. Get to the configuration interfaceSettings > Configuratiorand enter the admin
password ¢onfigurationpassword).

2. Press theéNetwork tab to enter the network settings interée.

Network Settings D

DHCP Same LAN Y Localnfo

Enter an IP address manually.
10.16.2.23 & .
Network connected. Tak Device
Enable Wi—Fi © syncTime

Jifi Restore

Enable the Wi-Fi function to connect an available Wi—Fi

e~

Figure 78 Network Interface
3. Press the 7 tab to pop up network settings dialogue box.

B Network Settings X

Local IP 10.16.2.55

Subnet Mask 255.255.255.0
Cateway ~ 192.0.0.1

Figure 79 Setting Network
4. Enter a local IP address, subnet mask, and gateway.

5. Press the i tab to save the settings.
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i
[noTe
EnableDHCHunctionto obtain an IP address automatically.
EnableSame LANunctionif indoor stations and indoor extensions are in the same
local area network with other video intercom devices in a community, or the indoor
extensions will not work normally.

Setting the SIP Server
Purpose:

To realizethe connectio between the indoor station and the management center
(master station), the indoor station should connect to a SIP server in advance.

Steps:
1. Get to the device management interfacgettings-> Configuration-> Device
2. Press theSIP Sevetab, and entetthe IP address dhe SIP server.

3. Press the tab to save the SIP server added.
S
[norel

. The master station can work as a SIP server.
Indoor extension cannot connect to the SIP server.

Adding Devices

Purpose:

Theindoor station never works alone. You can conhthe maindoor station, IP camera,
SIP server, management centeraster station DVR/DVS/NVR, and so. @nce

connected, those devices can work together as a whole video intercom system.
o

[Nore
., TheDSKH5210Lindoor station does not support adding IP camebd/R/DVS/NVR,
or doorphone.

Indoor Extension only suppastadding indoor station.
Setting Center/Master Station (Optional)
Steps:
1. Get to thedeviceinterface:Settings-> Configuration> Device

2. Press theCenteror Master Stationtab to pop up the dewe information dialogue
box.
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Device Management A
@ \\) Local Info
" Main Door Station
B Device Information @ Network
Type
;E Center
0 Sync Time
Gatie 10.16.2.17 -
lui Restore

Type:Center Type

S S 8000

IPC DVR

Type:IP Camera Type:DVR/DVS/NVR

Figure 710 Center/Master Station Adding Interface (Indoor Station)

3. Entering the IP address of center or the master station, and pres:,B etab to save
the settings.

i
, After setting center or the master station in the indoor statidme alarm messages
will be uploaded to the center dhe master stationautomatically

, You can edit but not deletéhe center or the master station in théevice
management interface.

Connecting Main Door Station
Steps:

1. Get tothe deviceinterface: Settings -> Configuration> Device
2. Press theMain Door Stationtab to pop up the device information dialogue box.

35



Video Intercom Indoor Statio¥ User Manual

Device Management a“
1 éﬁ @ Local Info
Main Door Station
Add device (D Series) SIP Server @ Network
Device Information X
i@ Device

Main Door Station (V Series) > @ Sync Time

10.16.2.85 Itii Restore

DVR
Type:IP Camera Type:DVR/DVS/NVR

Figure 711 Main Door Station Adding Interface (Indoor Station)
3. Slect the main door station type: D Series, or V Series.

4. enter the IP address of the mautoor station, and press th=d tab to save the
settings.

[Nore

You can edit but not delet¢he main doorstationin the devicemanagement interface.

s Adding IP Camera/DVR/DVS/NVR/Doorphone
Steps:

1. Get to thedevicemanagement interfaceSettings-> Configuration-> Device
2. Press theAdd Deviceab.
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Add device

Device Management

&3
Main Door Station
(D Series) SIP Server

Select Device Type X

Center

Type:Center

SN S

IP Camera DVR/DVS/N  Doorphone

S

DVR

Type:DVR/DVS/NVR

>»

@ Local Info

@ Network

@ Sync Time

Iifi Restore

Figure 712 Device Selecting Interface (Indoor Station)
3. Select a kind of device type, and enterrespondingnformation (device name, IP
address, port No., password, etc.).

4. Press the i tab to savethe settings.

i

. The defaultport No. is 554andthe default user name is admin.

. Up to 8 doorphones can be added to the indoor station.

. Upto 16 IP cameras and DVR/DVS/NVR in total can be added to the indoor station.
. When the IP cameriz added successfully, you can get the livewofIP cameran

the live viewinterface.

The highest resolution of the IP camera added to the indoor station is 1280 x 720 @
30 fps, and the video compression standard of the IP camera should be H.264.

Synchroniing Time

Steps:

1. Get to the time synchrogming interfaceSettings-> Configuration>Sync Time
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Time Synchronization a
Local Info
Enable NTP
Network
sync Interval 60
IP Address 0.0.0.0 Device
Sync Time

Port No. 123

Time Zone (GMT+08:00) Beijing, Urumdi, Singapore Restore

Figure 914 Time Synchronizing Interface

2. Switch to «© to enable NTP.
3. Set the synchronizing interyanter the IP address of NTP seread port No., and
select the time zone.

l
., Thedefaultunit of synchronizig interval is minute
, Thedefaultport No.is 123.

Restoing and Upgrading Device

Steps:

1. Get to the device restoring and upgrading interfaSettings-> Configuration->
Restore

2. Press theRESTORMtton to restore the default settings and reboot the &ys.

3. Press thedJPGRADButton to upgradethe indoor station online.
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Restore Default Settings a
Local Info
Press the RESTORE button to reboot the system after restoring the
default settings.
Network
RESTORE .
Device
UPGRADE Sync Time

lifi Restore

Figure 915 Device Restoring and Upgrading

[Nore]

OnlyDSKH830MWTSDSKH830MWT/DSKH63160W/DSKH6310W(T)indoor stations
support online upgrading

7.4 Call Settings

7.4.1Adding Contact
Steps:

1. Presghe 222080 tab on the userinterfaceto enter the contact listinterface
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Contact List “

$8 Call Resident
2+

Add Contact g Lela Contact List ¢

& callLog

=

Please enter the name.

Please enter the Room No..
it| Call Elevator

ﬂ Call Center

Figure 916 Contact List Interface

2. Press theAdd Contactab to pop up the contact adding dialogue box.
3. Enter the name and room number of the contact.

4. Press the /| tab to save the settings.
[Nore]

, Hold down aradded contact to open the contact handling menu.

B

B

< cal
# Edit
X Delete

|T]]' Clear

Presghe Calltab to start the video call with the contact.

Press theEdittab to modify the contact information.

Press theDeletetab to delete the contact.

Press theCleartab to delete all contactadded in the indoor station.
Indoor extension does not support thfanction.

The DKH210L does not support thigunction.

7.4.2 Calling Resident
Steps:
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1. Press thel®d

tab on the touch screen to enter the residents calling
interface.

2. Enter the correspondinlB & AsiRGoyh N,
3. Press the. tab to start an audiovisuakall.
4. Press the tab to stop theaudiovisuaktall.

[Nore]

B

Generally speaking, Room No. fornsabuld be like £-3-405asCommunityl,
Building2, Unit 3, and Roon#05. The community No. can berotted.

Switch to O on the upper right corner to enable the camera function.
The Room No. can be automatically saved into the contact list.

Indoor extension does not support this function.

On the call resident interface of EK36210L, there is naCortact List Call Elevatoyr
or Call Centetab.

Call Resident a

$& Call Residenl ¢

EA Contact List

% CallLog

2 3

i3] Call Elevator

ﬂ Call Center

Figure 713 Call Resident Interfac

7.4.3Calling Management Center
2 options are selectable to call managemeanter.

Option 1:
Press the tab i onthe main interface of the indoor station.
Option 2:
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Press the ta on thespeaking interface or the live veiw interface.

&

Ll

, Management centehere refers to the master station and iVMS00 clientsoftware
, Forindoor extension, it only supports calling the master station.

7.4.4ReceivingCall

Purpose
The indoor station can receaicallsfrom the door station, the master station, or
iVMS4200 clientsoftware

Figure 917 Call from Center (Master Station or iVM300)
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& Unlock

|
|
|

" =

Figure 918 Call from Door Station

%
. On the call from door station interface, pretse Unlocktab, the buildingdoor will
open.

Presghe E tab to capture the live view picture when speaking with the door

station. And prompt€Captured will display on the screen.
Indoor extension can receive the call from the door station and the master station

only.

7.4.5Viewing Call Logs
Steps:

1. Press the S tab on the touch screen to enter theall loginterface.
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Call Log a

Missed Call All Calls 8 Call Resident
Center 07-08 14:53:08 Contact List
Center 07-08 14:53:04
‘j‘ Main Door Station (1-1-1) 07-08 14:52:51
& Center 07-08 14:51:39
& center 07-05 15:55:24
Center 07-05 14:41:21 lEl Call Elevator
Center 07-05 14:41:06

ﬂ Call Center

Figure 919 Call Logs Interface

2. Press talMissed Calbr All Callsto viewmissed call logs or all call logs

"
[NoTe
Indoor extension does not support thfanction.

Theindoor station saves call logs frorat station, outer door station, management
center and other indoor stations

Hold down a piece of call log to open the call log handling menu.

B

B

© View
X Delete

T Clear

Presghe Viewtab to enter the live view interface.
Press theDeletetab to delete the piece of call log.
Press theCleartab to delete all pieces of call logs.

For the DSKH6210L, select a piece of call log and press @anfirmkey to pop up
the captured picture.

7.5 Live View
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Makesurethe IP camera or door station is wethnnected.
Make surethe indoor extension and the indoor station are welbnnected.
, The DKHs210Lindoor station does not support the live view of IP camera.

Purpose:
On the liveviewinterface, you can monitor the live view of added dstationand IP

camera.

Steps:
1. Presshe Live Viewtab on the user interface to enter the live view interface.

Live View “

Door Station ¢

!

[CX Main Door Station | (X Doorphone % IP Camera
(D Series)

Type: Doorphone

ﬂ Call Center

Figure 920 Live View Interface

2. Press theéDoor Stationtab to enter the liveview interface of door station.
-, Door Station

B [ X Main Door ... ¢

(X Doorphone

a Unlock

L) Return
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Figure 921 Live View of Door Station

3. Press thdP Camerdab to enter the live view interface oPlcameras.

|P Camera

X IPC

X DVR

%=
[Nore]
On the door station live view interface, pretse Unlocktab to open the unit door
7.6 Information Management

You carview public notice, visitor message, alarm log and captureolognformation
management interface

Presghe [EREEE tab or the HEEGEENEEEEET tab to enter the information
management interface. (Here take the alarm log interface as example.)
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Alarm Logs )
Zone Type | Time | Uploaded | Notice
Emergency Alarm 06-15 10:08:51 Yes R Message

El Capture Log

Figure 923 Alarm Logs Interface (Indoor Station)

—5g
[Nore

Indoor extension only supports alarm log and capture log.
ForDSKH830MWTSDSKH830MWT/DSKH8308T models,tirequiresTFcard for
savingthe notice, visitor messages and cape logs of the indoor stationgnd
requiresthe internal memory of the indoor station to save the alarm log.

For DKH6310/DKH6310W/DSKH6310WL/DSKH6216L modess, it is the internal
memory of the indoor statiothat saveghe notice,visitor messages, alarm logs, and
capture logs.

Up to 200 pieces of notice, 200 pieces of visitor messages, 200 pieces of alarm logs,
and 200 pieces of capture logs can be saved.

Hold down the item to delete or clear all items on each interface.

Onthe alarm log interface (indoor station), hold down the piece of the alarm log to
open the alarm details interface.
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Alarm Details b 4
Event:Active Infrared
Alarm Source:Room 1
Time:2015-11-23 10:19:44
Uploaded:No

Zone:Zone 8
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8 Remote Operatiorvia Batch
Configuration Tool

You can configure andperate the video intercom devices via Batch Configuration Tool.
Default parameters of indoor station are as follows:

, Default IP Address: 192.0.@.6

, Default Port No.: 8000.

, Default User Name: admin.

8.1 Activating DeviceRemotely

Purpose

You are required tactivate the device first by setting a strong password for it before
you can use the device.

Activation via Batch Configuration Tool, and Activation via MRI®) are supported.
Here take activation via Batch Configuration Tool as example to introduaiethiee
activation. Please refer to the user manual for the activation via ME®.

Steps:
1. Run the Batch Configuration Tool.
Online Devices: § iy @ 7 EditNET Parameters 3 ResetPassword |5 Activate
Index Device Type 1P Address Port  Software Version Serial No Security Stalus  Added
1 XH-XO00K-XX 1016277 2000 Vxax build xoooce XK-J00EKK-XOOOCOOCOOEHNK Activated Yes
2 KAJOOOCK-XX 10162103 8000  Vaaxx build 3000000 peSivedirreivivieevereiived Activated No
3 XA-XOXK-XX 10162114 8000 Vi build soecoo XX-2000CK - XROCOOOOOOCCOKHX Activated No
4 XX-XOOO6-XX 10.46.2.222 3000 Vxoex build soocoo XK= XXX SOOBOOCOBOCERNNNNAK Activated No
5 XH-XHHH-XK 192.0.0.64 8000 Viaxx build sco0e Inactive No

Figure 81 Selecting Inactive Device

2. Select an inactivated device and click fativate button.

Password

Valid password range [B-16]
You can use a combination
of numbers, lowercase,
uppercase and special
character for your password
with at least two kinds of
them contained.

Confirm password

OK Cancel

Figure 82 Activation
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3. Oreate a passworgdandconfirm the password

STRONGASSWORRECOMMENDEMWe highly recommend you create a
strong password of your own choosing (Using a minimum of 8
characters, including at least three of the following categories:
upper case letters, lower case letters, numbargl special
characters.) in order to increase the security of your product. Apd
we recommend you reset your password regularly, especially in the

high security system, resetting the password monthly or weekiybetter

protect your product.

4. Clickthe OKbutton to activate thedevice.

51

[[Nore]

. When the device is not activated, the basic operation and remote operation of device
cannotbe performed.

, You canhold theCtrl or Shiftkey to select multiple devicés the online devices, and
click theActivate button to activate devices in batch.

8.2 Edting Network Parameters
Purpose

To operate and configure the device via LAN (Local Area Network), you need connect the
device in the same subnet with yoBC. You can edit network parameters via batch
configuration tool,and iVMS4200 software. Here take editing network parameters via
batch configuration tool as example.
Steps:
1. Selectanonline activated device andlick theEdit NET Parametetsutton.

Online Devices: & @ @ () ResetPassword ) Activate

Index Device Type IP Address Port Software Version Serial No. Security Status ~ Added

1 XX-XXXX-XX 192.0.0.64 8000 Vxuxx build xoo000c XX-XXXX-XXXHXKKHKKXKKXXXKXKXX...  Activated No
2 XX-XXXX-XX 10.16.6.155 8000 Vxx.x build xo0000¢ XX-XXXXX - XXX XKXXXX...  Activated No
3 XX-XXXX-XX 10.16.6.179 8000 Vxx.x build x000x XX XXX XHXXKKXKHXKKX..o Activated No
4 XX-XXXX-XX 10.16.6.126 8000  Vxxx build x0000¢ XX-XXHXHXK-XXXXXXXKKKKKKX. . Activated No
5 XX-XXXX-XX 10.16.6.151 8000 Vxaxx build xoo000 XX=XXXKX -XXXXXXXKXKXKXX,. .. Activated No
6 XX-XXXX-XX 10.16.6.222 8000 Vx.x.x build x0000¢ XXX XOOOOOOOKXXKHXXXKXX.... - Activated No

Figure 83 Clicking Edit NET Parameters Button
2. Change the device IP address aateway address to the same subnet with your
computer.

3. Enter the password and click the OK button to activate the network parameters
modification.
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Edit NET Parameters

IP Address: [10.16.6.159
Subnet Mask: {255.255.255.0
Gateway Address: [10.16.6.254
PortNo.: [8000
Password: [| W
[ Enable DHCP
OK Cancel

Figure 84 Ediing Network Parameters

=
[NoTe

The default port No. is 8000.
The default IP address tife indoor stationis 192.0.0.6.

After editing the network parameters of deviggu should add the devices to the
device list again.

Enable DHCP, and the software can obtain network parameters fatetfiee
automatically.

8.3 Adding Device

Before you start:
Make sure the devic® be added has been activated.
Purpose:

For batch configuration tool software, yatouldadd device to the software so as to
configure the device remotely.

The software provide8 ways for addinghe devices.You can add the active online
devices withi your subnet, add devices by IP address]add devices by IP segment.

8.3.1Adding Online Device
Before you start:

Make sure the device to be added is in the same subnet with your computer. Otherwise,
please edit network parameters first.

Steps:
1. Selectanadive online devicer hold theCtrl or Shiftkey to select multiple devices
the online devices list.
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Online Devices: 5 [ @ .~ EditNETParameters &3 ResetPassword 1) Aclivate

Index Device Type IP Address Fort  Sofware Version Serial No. Security Status  Added
1 HE-KHRREKK 10.16.2.77 8000 Vixox build o000t XX XOOK-XXOOCORNIOOCCHNKKHK Activated Yes

2 K- JOOKX-HX 10.46.2.114 8000 Vixoxux build oonooc XXX KOOOHHRNHOOTHKKKHHAK Activated No

3 RO 10.16.2.103 8000  Vioxox build sooaooc XXOOK-00000C0000000C00 Activated No

4 XHXOOXX 10.16.2.88 8000 Viuxx build 0000 XX-30000XOO0OC0DOOCO000L Activated No.

5 XX-XOOX-XX 10.16.2222 8000 Vi build sos000¢ XXX -XOCTOOHOOOOOOCHKNNK Activated No

Figure 85 Online Devices Interface

2. Click the & button to pop up thelogin dialog box.

Log into the selected device(s):

User Name: [admin

Password: [

OK Cancel

Figure 86 LoginDialog Box

3. Enter the user name and password
4. Qickthe OKbutton to save the settings.

51
[NoTe]
, Only devices successfully logged in will be added to the device lstrifiguration

If you add devices in batch, please make sure selected devices have the same user
name and password.

8.3.2Adding by IP Address

Purpose:

You can addhe deviceby enteringlP address.

Steps:

1. dick the # button to pop up the adding devices dialog box.

€D Device(s) inthe st wil e conngures

Device List 1 & | Re nfiguratior @A Flash rom  {} Batch Update (. Linked Network Batch Configuration  Filter: Deviee List ~
[~ index/ Device Type 1P Address Port  Software Version Serial No. Security Status  Configuration Status Configuration
(B XX XHKH-XK 10.16.28 8000 W oxac build soooooc  XX-X00000COO00C00000C Strong password

Figure 87 Adding Button
2. Select IP Address the addingmode dropdown list
3. Enter the IP addressand set the port No., user name and password of the device.
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Add

Adding Mode: IP Address e

IP Address —
Port No- [
User Name: [admln—

oK Cancel

Figure 88 Adding by IP Address
4. dickthe OKbutton to add the device to the device list.

!{;
[Nore]

You cannot add the device(s) to the device list if the user name and pasareorot
identical

When you add devices b Address, IP Segment or Port No., the devices siheuld
online devices.

5

5

8.3.3Adding by IFSegment

Purpose:

You can add many devices oncewhose IP addresses are among the IP segment.
Steps:

1. dick the # button to pop up the adding devices dialog box.

€D Devicets) inthe list wil be cofigured

Device List 1 & | Remote Configuratior @8 Flashrom {3 Balch Update 2 Linked Network Batch Configuration  Filter:| Device List v
[~ Index’ Device Type IP Address Pot  Software Version Serial No. Security Status  Configuration Status Configuration
[ YOO 10.16.28 8000 W ixax build oo XX- strong password

Figure 89 Adding Button
2. Select IBBegmenin the adding mode drojlown list.
3. Set the Start IP Address and End IP Address.
4. Enter port No., user name, and password.
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Add

Adding Mode:  IP Segment b2

StartlPAddress[
EndlPAddress[
Port No.: [soo0
User Name: W
Password: [mu—

OK Cancel

Figure 810 Adding by IP Segment
5. dick theOKbutton to search and add the devices whose IP addresses are within the
range of the defined IP segment to the device list.

8.4 Configuring Devices Remotely

In the device list area, select a device and ¢ %/ Remote Configuration o %7 {0 enter
the remote configuration interface.

o Device(s) in the list will be configured

Device List 1 4+ X & | Remote Configuratior &8 Flashrem {} Batch Update <3 Linked Network Baich Configuration Filter: Device List v
[V Index  Device Type IP Address Port  Software Version  Serial No Security Status  Configuration Status  Configuration
~1 A XKHK-XH 10.16.2.99 8000 Vxaxx build x0000c  XX-XOOOX-XXXXXXXXXX... Weak password

[Remote Configuratian and Export Configuration]

Figure 811 Remote Configuration

!{:.
[NoTe]
Here we take the indoor station as an exampladthe remote configuration of other
devices can beeferred.

8.4.1System

Click theSystembutton on the remote configuration interface to display the device
information: Device Information, General, Time, System Maintenance, User, and RS485.

Device Information
Click theDevice Informationbutton to enter devicebasic information interface. You can

view basic informationthe device typeandserial No), and version informatiomf the
device
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Basic Information

Device Type: XX-XXXX-XX
Device Serial No.:  XX-XXXX-XXXXXXXXXOHXHXXXX

Version Information

Version: Vx.x.x build oo
Hardware Version: oo

Figure 812 Device Information
General

Click theGeneralbutton to enter device general parameters settings interfa¥eu can
viewand edit the device name and device ID.

Device Information

Device Mame: Room 1
Device Mo.. 255

Save

Figure 813 General
Time
Steps:
1. Click theTimebutton to enter the device time settings interface.

Time Zone

Select Time Zone: (GMT+08:00) Beijing, Hong Kong, Perth, Singap...| v
Enable NTP
ServerAddress: 0.0.0.0
NTP Port: 123
Sync Interval: 60 Minute(s)
Enable DST
Start Time: Apri First Wee Sun
End Time: October Last Wee Sun 2 00
DST Bias: 60 min
Synchronization Save
Figure 814 Time Settings
2. Select Time Zone or Enable NTP.
s Time Zone
1) Select a time zone from the dragown list menu.
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2) Click theSynchraization button.
, NTP

1) Check the checkbox of Enable NTP to enable NTP.

2) Enter the server address, NTP port, and synchronization interval.
, DST

1) Check the checkbox of Enalidé&To enableDST

2) Enter thestart time and end time of DST, and set the DST bias.

3. Cick theSavebutton to save and realize the time settings.

=
JINOTE|
The defaultport No. is 123.
System Maintenance

Purpose:

You can operate the system management and remote upgrazfinte system
maintenance interface.

Steps:
1. Click theSystem Maintenancdutton to enter the system maintenance interface.
System Management
Reboot
Restore Default Settings
Restore All
Import Configuration File

Export Configuration File
Remote Upgrade

Upgrade

Process: | |

Figure 815 System Maintenance

2. ClickRebootand the system reboot dialog box pops up. Cliekto reboot the
system.

3. ClickRestore Default Settingt restore the default parameters.

4. ClickRestore Alko restore all paameters of device and reset the device to inactive
status.

5. Clickimport Configuration Fileand the import file window pops up. Select the path
of remote configuration filesClickOpento import the remote configuration file. The
configuration file is imprted and the device willeboot automatically.
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Lookin:

s D:\Programme File\Batch Configuration Tool

E®

y&y My Computer

R Lela

. Abilities

. HCNetSDKCom
. imageformats
. plugins

. gss

. translations

= AMRemConfig.xml
% Audiolntercom.dll

AudioRender.dll
. BatchConfigTool.exe

. Batch Configuration User Manual.pdf &

BatchUpgrading.exe

%, calib.dll
5| D3DX9_43.dll

| Devinfo.xml
DsSdk.dll

v O © 0O
gdiplus.dll 2
HCCore.dll
HCNetSDK.dll
HCNetUtils.dll
hpr.dll

iconv.dll
iVMSGUIToolkit.dll
libeay32.dll
libxmi2.dll
LocalXml zip
OpenAL32.dIl
PackageConfigxml
PlayCtrl.dll
QosControl.dll
QtCore4.dll

%) QtCored4.dll

5| QtWebKit4,
5 QtXmi4.dll

3 sqlite3.dll

%] QtGuid.dil
5 QtGuidd4.dll
5| QtNetwork:
5| QtOpenGLy

| QtSvg4.dll

qwtdll
qwtd.dll
Sadp.dll
SerialSDK..
Setup.xml
ShowRem!

ssleay32.d
StreamTral

™

File name: ||

Files oftype: Config File (*)

] | @peny/

|~ Cancel

Figure 816 Import File

6. ClickExport Configuration Filand the export file window pops up. Select theisgv

path of remote configuration files and cli€aveto export the configuration file.

o]

@ File » BatchC Tool » v | $3 Wl Search Batch Canfiguration Tool ©
Organize ¥ New folder = @
T ~ Name . Date modified Type size

& Autodesk 360 = 1. Abilities 8/22/2016 2:18 PM File folder
B Desktop 1. CopyPackage 8/22/2016 3:46 PM File folder
% Downloads i . DownLoad 8/22/2016 3:46 PM File folder
1 Recent Places 1. HCNetSDKCom 8/22/201611:08 AM  File folder
| imageformats 8/22/201611:08 AM  File folder
4 Libraries 1. plugins 8/22/2016 11:08 AM  File folder
[% Documents ) gss 8/22/2016 11:08 AM  File folder
J‘ Music 1. translations 8/22/201611:08 AM  File folder
|| Pictures
\iﬂ Subversion
Videos - . ]
File name: v
Save as type: | Config File(*.bin) V]
“ Hide Folders

Figure 817 Export File

7. Click J to selectthe upgrade file and clicklpgradeto remote upgrade the device.
The process of remote upgrade will be displayed in the process bar.
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Remote Upgrade

Upgrade File El Upgrade

Process: [

Figure 818 Remote Upgrade

—5—

[[Nore]

, ClickRestore Default Settingbutton, all default settings, excluding network
parameters, wilbe restored.

., ClickRestore Albutton, all default settings, including network parameters, will be
restored.The device will be reset to inactivated status.

User
Purpose:
You can edit the passwofdr loggingin the device
Steps:
1. Click theUserbutton to enter the user information editing interface.
) Add (& Wodify T Delete
User Name Priority

Figure 819 Select User Name

2. Select the user to edit and click thodify button to enter the user parameter
interface.
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User Information

User Type: Administrator User Name: admin
Password ssssssse Confirm Password: sssssses
IP Address: 0.0.0.0 MAC Address: 00:00:00:00:00:00

User Primission

~ Local PTZ Control

~ Local Manual Recording

+ Local Playback

+ Local Parameter Settings
+ Local Log Search

+ Local Advanced Operation
~ Local Parameters View

+ Local Camera Management

+ Local Video Export

~ Local Shutdown / Reboot

Save Cancel
Figure 820 Modify User Information
3. Enter the new password, and confirm it.
4. Click theSavebutton to realiz the editing of password.

=
[Nore]
The new password and confirm password should be identical.

After editingthe password of device, clic ® button from the device list, the added
device will not be there. You should add the device again with new password to
operate the remote configuration.

RS485

Click theRS48%utton to enterthe RS485 setting interface. You can view and edit the
RS485 parameters of the device.

RS485: 1 Y.
Bitrate: 9600 Y

Data Bit: 8 v

Stop Bit: 1 ¥,
Parity. None N

Flow Control: None Y
Working Mode: Disable N

Save

Figure 821 R$485
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51

[Nore]

For indoor station and master station, there are 3 choices for the working mode:
transpaent channel, disable, and custom.

8.4.2Video Intercom

Click theVideo Intercombutton on the remote configuration interface tenter the
video intercom parameters setting®evice Number Configuration, Time Parameters,
Password, Zone Configuration, IP Camefarination, and Volume Input and Output
Configuration and so on.

Device IDConfiguration

Steps:
1. Click thelD Configuratiorbutton to enterdevice ID configuratiomterface.
Device No. Configuration Device No. Configuration
Device Type: Indoor Station - Device Type: Station Extension e
Room Mo | 101] No.: ||
Save Save
Figure 822 Indoor Station Figure 823 Indoor Extension

2. Select the device type from the drafpwnlist, and sethe corresponding
information.

3. Click theSavebutton to enable the device number configuration.
Time Parameters

1. Click theTime Parameter$utton to entertime parameters settingsiterface.

2. Configure the maximum ring duration, maximum liview time, and call forwarding
time.

3. Click theSavebutton.

Time Parameters
Device Type: Indoor Station
Max. Ring Duration: 30 s
Max. Live View Duration: 30 s
Call Forwarding Duration: 0 s

Save

Figure 824 Time Parameters
.
[nore]
Maximum ring duration is thenaximumduration of indoor stationwhen it is called
without being received. The range of maximum ring duration varies 8610 60s.

B
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Maximumlive viewtime is the maximum time of playing live view of the indoor
station. The range of maximum live view time varies fromth@®0s.

Call forwarding timeefers to the ring duratiofimit beyond which the call is
automatically forwarded to the mobile pin@ designated by the residenthe range
of call forwarding timevaries from 0go 20s.

For indoor extension, it only requires setting the maximum live view time.

Password
Click thePasswordbutton to enter password changinoterface.
For indoor stationyou can change the admin password, arm/disarm password, unlock

password and duress code.
Permission Password

Password Type: Admin Passwoard -
Old Passwaord:
MNew Passwaord:
Confirm Password:
Save
- Figure 825 Password Configuration
[[vore

For indoorextension only admin password and arm/disarm password need to be
configured.

Volume Input and Output
Step:
1. ClickVolume Input/Output button to enter the volumenput and outputinterface.

Volume Input

Volume Input;  e——— — 7
Volume Qutput

OQutput Volume:  e——— — 7
Save

Figure 826 Volume Configuration
2. Slide the slider to adjust the volume input and volume output.
3. Click theSavebutton to enable the sdings.

Ring Import
Clickthe Ring Importbutton to enter the ring cofiguration interface.
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Mo, Mame Size Type Add Remaove
1 Ring 1 123098 wav x
2 Ring 2 124324 wav x
3 Ring 3 123092 wav b4
4 Ring 4 124324 wav b4

Figure 827 Ringtone Configuration
Click "= to addthe ring, and click® to delete the imported ring.

3

INOTE|

. Thering to be imported should be in the wav format, déinelsize of the ring cannot
be larger than 300k.

Up to 4 rings can be added.
Zone

1. Click theZoneAlarm button to enter zone settingsnterface.

Zone Alarm
Zone Mo 1 ~
Zone Type:  Smoke Detector -
Alarm Type: 24-hourAlarm -
NC/MNC:  Normal Open hd
Entering Delay: 0 s
Exiting Delay 0 [
Save

Figure 828 Zone Alarm
2. Select a zone type from the dragpwn list menu.
3. Select an alarm mode from the drajpwn list menu.
4. Set the zone status: NO or NC.
5. Setthe entering delay, and exiting delay.

6. dick theSavebutton to enable zone settings.

INoTE

Six zone types are supported: Emergency Switch, Door Magnetic Switch, Smoke
Detector, Active IR Detector, Passive IR Deteatat, Combustiblésas Detector.
Three types of alarm mode are supported: Instafarm, 24H Alarm, and Delay
Alarm.

B
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When the zone type is set to bestant Alarm, only under arming modehe indoor
station will receive alarm message when the detector is triggered. Under disarming
mode, it will not receive alarm message when the deteds triggered.

When thezone type is set to be 24H Alarm, the indoor station will receive alarm
message when the detector is triggered no matter it is under arming mode or
disarming mode.

When the zone type is set to be Delay Alarm, only under armingentioel indoor
station will receive alarm message when the detector is triggered. Under disarming
mode, it will not receive alarm message when the detector is triggered.

After setting enter delay time, if the OK button is pressed within the enter delay time
after the alarm, the alarm event will not be uploaded to the management center; if
the OK button is not pressed within the enter delay time after the alarm, the alarm
event will be uploaded to the management center.

The exit delay is the time betwesgmou enablethe arming mode and the arming takes
effect.

IP Camerdnformation

5

Purpose:

You can add, delete and modigvices that can be added to the video intercom
products, such asetwork IP cameragloor stations, doorphones, outer door stations,
DVR/NVRDVSwith two ways of getting stream: direct or URy. exporting and
importing the added device information, you can edit added devices parameters in
batch.

Adding IP Camera, DVR/NVR/DVS, and Doorphone

Steps:
1. Click thelP Camera Informatiobutton to enter IP camera informatiomterface.

IP Camera Information

Add Modify Delete Export Import
Index |Device Name | Gefting Stream... URL | Manufacturer Protocol |User | Password | IPAddress | Port
1 IPC Direct XXX Protocol admin 10.16.2.1 8000
2 DVR Direct XXXProtocol admin  F 101625 8000
3 Doorphone Direct X004 Protocal admin = 10.16.2.56 8000

Figure 829 IP Camera Information
2. Click theAdd button to pop up the device adding dialogue box.
3. Select the device type from the drajpwn list menu: IP Camera, DVR/NVR/DVS,
and doorphone.
4. Enter corresponding information (devioame, IP address, port No., user name,
password, etc.), and click tt@Kbutton.
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51 add P Camers (. o S 51 add i comers SIS S 1 Add 1P Camera [N S

Getting Stream Mode: Direct [v Getling Stream Mode: Direct [~ Device Name:
Device Name: Device Name: P Address:
IP Address: P Address: Port
Port Port User Name
UserName User Name Password:
Password: Password: Manufacturer Protocal: XXXProtocel ~
Manufacturer Protocol: XXXProtocol v CameraNo
Manufacturer Protocol: XXxProtocol v
oK Cancel oK Cancel oK Cancel

Figure 830 Adding Devices

.‘B

Indoor extension does not support this function.
Exporting and Importing Added Device Information

Steps:
1. Click theExportbutton to export the addedlevice information file.

£ o o o s SR . W
f

Lookin: | | D:iProg File\Batch Configuration Tool v @ © O (BIS]
Abilities
HCNetSDKCom
imageformats
plugins

gss

translations
AMRemConfig.xml
Devinfo.xml
PackageConfig.xml
Setup.xml
Structure.xml
TreeView.XML

Q My Computer

R Lela

I I R R IR 2 =0 = = =

File name: ||

Files of type: XML Files(*.xml)

Figure 831 Export Information
2. Edit parameters of added devices in batch in the exported file.
3. Click themport button to pop up importing boxandopen theedited added device
information file.
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et oo R R
;

Lookin: | |. D:\Programme File\Batch Configuration Tool v/ O © O B

. Abilities

. HCNetSDKCom

. imageformats

. plugins

qss

.. translations
AMRemConfig.xml
Devinfo.xml
PackageConfig.xml
Setup.xml
Structure xml
TreeView.XML

Q My Computer

R Lela

=]
=
=]
=
=
=

File name: ﬂ

Files of type: XML Files (*.xml)

Figure 832 Import Information
8.4.3Network

Local NetworkConfiguration

Steps:
1. Click theLocal Network Configuratiotbutton to enter local network configuration
interface.
Local Network Configuration

Local IP Address: 10.16.6.145
IP Address Subnet Mask: 255.255.255.0
Default Gateway: 10.16.6.254
Port: 8000
HTTP Port: |80
Save

Figure 833 Local Network Parameters
2. Enter the local IP address, subnet mask, gateway address, and port No..
3. Click theSavebutton to enable the settigs.

i
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, The defaultport No. is 8000.
, After editing thelocalnetwork parameters of devicgou should add the devices to
the device list again.

LinkedDevices Network Configuration

Purpose:

In thelinked devices network configuration interfacgou can cafigure the network
parameters of master stations, SIP servers and management centers of the same LAN.
The devices can be linked to the door station and realize the linkage between these
devices.

Steps:

1. Click thelinked Network Configuratiofbutton to enter linked network configuration
interface.

Linked Network Configuration

Device Type: |Indoor Station
Master Station IP Address: |0.0.0.0
(Main) Door Station IP Address: | 10.16.6.124
SIP Server IP Address: [10.16.6.37
Security Control Panel IP Address: |10.16.2.17
Security Control Panel Port No.: |2000

Main Door Station Type: |[[ETNRIa gt ] Rk u

Metwork Connection Mode: |Same LAN |E|

Save
Figure 834 Linked Network Configuration

2. Enterthe master station IP address, (main) door station IP address, SIP server IP
address, management center IP address, and doorphone IP address.

3. Select the main door station tyfeom the dropdown list.
4. Click theSavebutton to enable the settings.

5=
[[NoTe
After adding master station IP Address, the linkage betwedaor station and
master station can be realized.
After adding the door station IP Address, thideo intercom betweennidoor stations
of same building can be realized.
After adding SIP Server AddréBsthe video intercom of same community: video
intercom between indoor stations of different building, calling indoor station from
outer door station and video intercom betwa management center and indoors.
After adding management center IP Address, the events can be uploaded to the
management center.

B
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For indoor extension, only parameter about the main indoor station should be
configured.

8.5 Video Intercom Device Saip Tool

Pupose:

You can assign the device to the community, activate and set the device, and configure
the network parameters and linked network parameters for the device by using the
video intercom device saip tool.

In the device list area, clic® Flashrom g enter thevideo intercomdevicesetup tool.

@ Device(s) inthe listwill be configured

Device List 1 4+ X @ |{ Remote Configuratior |&8 Flashrom | {} Batch Update 7 Linked Network Batch Configuration Filter. Device List v
[ index  Device Type 1P Address ot Software Version  Serial No Security Status  Configuration Status  Configuration
V1 X-XO0K- XX 1016299 8000 Vaxx build xoo0c  XX-XOKX-XOO00GKKXKX... Weak password &

Figure 835 Video Device Setp Tool
8.5.1Setting a Community Structure

Set a community structurim the video intercom device seip tool first, based on the
real community situation, and then assign devices to the community acgiydin

Video Intercon Device Setup Tool x

F——— et o community stnucurs s
Commmmity Structure . \lolaty Hain Door Station Sub Door Station Indoor Static
- Al Login password: 12345878
o ¢ Roon o 1151 Project-Conmuni ty~Building-Flaor-Eoom
28 Projectl ject-Conmuni ty-Building—Floo
= 3 Indoor Station TP Address
= [® Community 1
= Tndoor Station Start TP Address 10.16.2.8
- [@ Building 1
= Tndoor Station End IP Address: 016.2.9 Caleulate
- ¥ Floor 1
Door Statien Type Door Station for
¥ Room1
Main Door Station IP Address 10.16.2.10
~
Rosm2, SIP TP Address 10.16.2.7
Heoe2 Master Station IF Adress 10.18.2.7
Floor 3 Center TP Address 10.16.2.105
Floor 4 Center Port ¥o. 8000
[ Building 2 Subnet Mask 255, 255.255.0
[T Community 2 Gatevay Address 10.16.2.25¢
[ Project2 [Room o Indoor Station IP Address  Main Door Station TP Address
~ = 11111 101628 1016210
A1 Goon) 2
r— Refresh Esport Set
P Address Device Type Port No.  Serial ¥o Added Security Status
10.16.2.8 XX-XO00G-XX 8000 XXX KHXKIIOKHIXHHINHHKKXNK No Actived
101627 XXXOO0X-XX 8000 XXX XONOOOOOCCHNNNNNNK No Actived
1016.2.10 XXXOOK-XK 8000 XX-XO0KX-XOOO0OOOOOCOCHNIONNK No Actived
1016215 XX-XXOOK 0 XXX~ XXOOOOOCCOONK No Actived

Figure 836 Setting a Community Structure
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8.5.2Setting Indoor Station

Purpose:

You caractivate the online indoor station, armbnfigure theroom No. for theonline
indoor station

Seps:
1. Press thdndoor Stationtab to switch to the indoor station configuration erface.

Video Intercom Device Set-up Tool

Language
Community Structure Delete | pajn Door Station Sub Door Station Indoor Station
= @Al Login password: 12345678|
o) ) Projecti Roon No: 1-1-1-1-2 Project-Conmuni ty-Building-Floor-Roon
. Indoor Station IP Address: 10.16.2.8
- [@ Community 1
Indoor Statien Start IP Address: 10.16.2.8
- [@ Building 1
Indoor Station End IP Address 10.16.2.9 Caleulate
- ¥ Floor1 2
¥ Room1
Main Door Station IP Address: 10.16.2.10
=
' Room 2 SIP IP Address 10.16.2.7
# [ Floor 2 Master Station IP Address: 10.16.2.7
+/[" Floor 3 Center TP Address: 10.16.2.105
+ [ Floor4 Center Port No.: 2000
+ [ Building 2 Subnet Mask: 255.255.255.0 Configured Device Area
+ [ Community 2 Gatewsy Address: 10.16.2.254
+ [ Project 2 Roon Ho TIndoor Station IP Address  Main Door Station IP Address
Add 1-1-1-1-1 10.16.2.8 10.16.2.10
ALL (Roon) 2
Refresh Export Set
el Online Device Area £k
P Address Device Type Port No.  Serial No. Added Security Status
10.16.2.8 XX-XXXKK-XX 8000 XX =X - XOOXHOOOOOOOOHKXKK No Actived
10.16.2.7 XX-XXXXX-XX 8000 XX-XXOXK-XXHHOXORHIXXKIIXXKKAIXKKNK No Actived
10.16.2.10 XX-XXHKKX-XX 8000 XX-XXXXK-XXHIOOKIOORKIXRKKIXRKKK No Actived
10.16.2.15 XX-XOOXKX 0 XX-XOXXX-XXIOOOOOXRMOOXNKNK No Actived

Figure 837 Setting hdoor Station

2. Select a community, and enter the indoor station start IP address, and tioérthee
Calculatebutton to generate thaéndoor station end IP addresand indoor station
room No. (like 11-1-1-2) automatically.

3. Set the mairdoor station parameters: door station type (door station for unit, or door
station for villa), main door station IP address.

4. Set the linked network parameters for the indoor station: SIP IP address, master
station IP address, center IP address, center part subnet mask, and gateway
address.

5. Select an online door station, enter the login password, eikthe Setbutton.
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!{;
[noTe]
The indoor station configured successfully will be listed in the configured device area.
At the same time, the next indoor statia@an be easily configured Isglectirg
another indoor station in the onlindevicearea and clicking th8etbutton.
For the login password, if the indoor station has been activated, enter the activation

passwordhere. If the indoor station is not activatecreate a login password here,
andthe indoor station will be activated simultaneously.

5

When the device is successfully configured, it prompts the note: Configuainy
door station parametersucceeded.

8.6 Batch Upgrading

In the device list area, clicC B3 UPSate 1o anter thebatch upgradingnterface.

Batch Upgrading =

y Balch Upgrading

Device List @ Online Devices | “BManual | ¥ Refresh Update Status Q

1P Address Pot  Device Serial No Version Upgrade Status  Online Upgrade Download State

10.16.2.221 8000 XX-XXKX-XXKXXXKXXew Vi build xc.. Notupgraded  NotNeed Upgrade  NotDownload — 000000010000000100000300000003680.
10.16.2.85 8000 XX-JOOX-XOOO000OX...  Vxxx build .. Notupgraded  NotNeed Upgrade  MotDownload

Upgrade Mode: Upgrade by File| v Select Path: Upgrade

Restore Default Settings «/ Reboot afer Upgrading

Figure 838 Batch Upgrading
8.6.1Adding Devices for Upgrading
You should add the device to the batch upgrading tool first before upgrading the device.

There are 2 ways to add the device: adding online device, and adding by é3sitRIr
segment.

Adding Online Device

Steps:
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1. In the batch upgrading interface, click 8 Online Devices| 4 gnen the online device

window.
0 You can click to select a device or hold the Cirl or Shift key to select multiple devices.
IP Address Port Device Serial No. Wersion Status
10.16.2.102 8000 KH-OCK000000CO0N... Wxaxx build 0oooe
10.16.2.221 8000 HH-XRCHK-XOOO0O0OOCE.. Vi build xooo00c
10.16.2.11 8000
10.16.2.85 8000
10.16.2.225 8000
Password:
OK Cancel
Laogin Device Add Device

Figure 839 Login
2. Select a device, enter the user name and passwamdclick theLogin Devicéutton.
3. Click theAdd Devicebutton, and thedevice is added to the batch upgrading tool.

Q You can click to select a d oldthe Crl or Shift key to select multiple devices
IP Address Port Device Serial No Version Status
10.16.2.102 8000 XXX XOCOOKKKKKK. . Vxaex build 3000000
10.16.2.221 8000 GGICOOGI0000C00000C Vxxex build so00000 Added
1016211 8000 HA=XOOK-XXOOCOKKX... Vo build xoo0000
10.16.285 8000 KXSOOKXOOCOO0K.., Vi build seoooce Loggedin
10.16.2.225 8000 XX-XXX(-XNOOO00CKN... Vi build xono
Laogin Device Add Device

Figure 840 Online Devices
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Adding by IP Address/IP Segment

Steps:
1. Click theManual button to open thedevice adding window.

2. Enter the corresponding informatioiilP address, user name, password, start IP
address, end |Bddress).

3. Click theAdd button.

By IP

IP Address: Il ]
Port 8000
User Name:
Password:
Add=>
By IP Segmen
Start IP;
End IP:
Part 8000
User Name:

Password:

Add=>

Cancel
Figure 841 Adding by IP Address/IP Segment
8.6.2Upgrading Devices

There are 2 upgrading modes available: upgrading by file, and online upgrading.
Upgrading by File

Upgrading by Filerou upgrade the device or devices e local upgraé files.
Steps:

1. Select a device or multiple devices, and sefklfigrade by Fikeas the upgrading
mode.

2. Click . to pop up the window for opening the upgrading file.
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8 Oniine Devices | "B Manual | @ Refrash Update State (1]
IPAddress Port Device Serial No Version 2 Code
[10382221 8000 xx. Vicoxax build xx
1016285 8000  XX-XOOX-XO000000.  Vx. id xx.. Notupgraded Not Need Upgrade Not Download
Lookin CilisersidalunsDesiopLpgrace File 000 @@
¥ My Computer digicap dav
R caiwns
Flename:  agcap.dar Open
Files oftype: * «| | Cancet
Upgrade Method.  Upgrade by File -~ Select Path: Upgrade

Figure 842 Upgrade by File
3. Open the upgrading file, and clithe Upgradebutton.

Online Upgradig

Online UpgradingThe batch upgrading tool wkarchthe latest upgrading file for the
device automatically.od upgrade the device or devices Ve local upgrae files.

Steps:

1. Select a device or multiple devices, and seééntline Upgragé as theupgrading
mode.

2. dick theDownloadbutton. Click thdJpgradebutton after the online upgrading file
has been wholly downloaded.
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9 Remote Operation via iVM&200

The Video Intercom module provides remote control and configuration on video
intercom productsvia the iVM$&1200 client software.

Beforeremote configure and control the video intercom, you are required to add the
device to the software firstRefer to 9.2 DeviceManagement

For remote configuration o¥ideo intercomdevicevia the iVM$4200 client software,
refer to 9.3 Configuring Devices Remotely via iVA2B0

For the pictue storage orstorageserver, refer t09.4 PictureStorage

For remote control of video intercom devices, please refed.®Video Intercom
Configuration

9.1 System Configuration

Purpose:

You canconfigure the video intercom parameters accordingly.
Steps:

1. Open the System Configuration page.

Path:Control Panet> Maintenance and Management System Configuratior>
Video Intercom

2. dick theVideo Intercomtab to enter the Video Intercom Settings interface.
3. Input the required information.

Ringtone Click the icon™ and select the audio file from the local path for the
ringtone of indoor stéon. Optionally, you can clidke icon ¥ ' fora testing of the
audio file.

Max. Ring Duration: Input themaximumduration of the ringtone, ranging from 15
seconds to 60 seconds.

Max. SpeakingDuration with Indoor Sation: Input the maximum duration of
speaking with the indoor station, ranging from 120 seconds to 600 seconds.

Max. SpeakingDuration with Door Sation: Input the maximum duration of speaking
with the door station, ranging from 90 seconds to 120 seconds.

Card Reader TypeSelect the card readéo issue cards.
4. ClickSaveto save the settings.
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System Configuration x

¢ General
" Image Configure Video Intercom Parameters

—a

| File
— Ringtone:
4, Keyboard and Joystick
n [T |D#Programme FilefivMS-4200/Ringtone .. |-
Email Max. Ring Duration:
EF§ 40 (s)

Max. Speaking Duration with Indoor Station:

120 (s)
Max. Speaking Duration with Door Station

20 (s)
Card Reader Type.

O XNKX-XX A

Default Value Save

Figure 91 System Configuration Interface

9.2 DeviceManagement

Purpose:

Device management includes device activation, adding device, editing device, and
deleting deviceandso on

After running the iVM&200, videdntercom devices should be added to the client
softwarefor remote configuration and management.

9.2.1Adding Video Intercom Devices

=
[NOTE|
. You can add at most 512 indostationsand master stations in total tthe
iVMS4200, and add at most 16 door stations to théMS4200.
For video intercom devices, you are required to create the password to activate them
before they can be added to the software and work properly. For device activation via
creatingpassword please referUser Manual of iVM8200 (Video Intercomy2.4.2in
the disk for detail steps
You can add online video intercom devices, and add them manually. Here take adding
online video intercom devices as example. For adding video intercom devices
manually, pleae referUser Manual of iVM8200 (Video Interom) V2.4.2n the disk
for detail steps.
Steps:
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1. Click the& icon on the control panel, or clicfools>Device Managemenb
open the Device Management page.
2. Click theServertab.
To add indoor station or master station:
1) ClickAdd New Device Typ® enteradd new device type interface
Selectindoor Station/Master Stationand clickOK

Add New Device Type x

Select Device Type for the Client:

~ Encoding Device Storage Server
Stream Media Server v Dec Device
Cascading Server « Transcoder
EZVIZ Cloud P2P Device Video Wall Controller

+ Security Control Panel I~ Indoor Station/Master Station

Third-party Encoding Device

OK Cancel

Figure 92 Adding New Device Type

2) Inthe Server tab, Video Intercom Device will display, s&édo Intercom

Deviceand add indoor station and master station.

To add door station:
In the Server tab, sele&ncoding Device/Outdoor Devicnd add door
station.

3. The activeonlinedevices in the same local subnet with the client software will be
displayed on thénline Devicerea. You can click tiiRefresh Everg0s button to
refresh theinformation of the online devices.

Online Device (5) Refresh Every 60s

Addto Client Add All Modify Metinfo Reset Password Activate Filter
IP 4 | Device Type Firmware Version Security Server Port | Start Time Added
10.16.2.11 XOK-XOOOK-XK Wi build soooooc Active 8000 2016-07-0509:21:55 Mo
10.16.2.85 OO0 XX Vaxx build o000 Active 8000 2019-01-2121:43:24 Yes
10.16.2.102 HOX-HOOOK- XX Veeoex build sooooo Active 8000 2016-07-0509:33:52 Mo

Figure 93 Online Device

=
[norel
To add online devices to the software, you are required to change the device IP
address to the same subnet with your computer first.
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4. Selectthe devices to be added from the list.
5. ClickAdd to Clientto open the device adding dialog box.
6. Input the requiredinformation.
Nickname:Edit a name for the device as you want.
AddressL y LJdzi G KS RS@AOSQa Lt | RRNBaad ¢KS
automatically in this adding mode.
Port: Input the deviceport No.. The default value is 8000.
User Nameinput the device user name. By default, the user name is admin.
Passwordinput the device password. By default, the passwortiz45

7. Optionally you can check the checkbBxport to Groupto create a grop by the

device name. All the channels of the device will be imported to the corresponding
group by default.

N

[NOTE]

iVMS4200 also provides a method to add the offline devices. Check the checkbox
Add Offline Deviceinput the required information and the devichannel number

and alarm input number, and then cligddd. When the offline device comes online,
the software will connect it automatically.

8. ClickAddto add the device.

Add

Adding Mode:

@ IPiDomain IP Segment

IP Server HIDDNS Batch Import

Add Offline Device

Nickname [ Door station]

Address: 10.16.1.24

Port. 8000

User Mame: admin

Password eeeee
-/ Exportto Group

Setthe device name as the group name and add all the channels
connected to the device to the group.

Add Cancel

Figure 94 Adding Device by IP/Domain

S“_:
[[Nore]
Add Multiple Online Devices
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If you want to add multipd online devices to the client software, click and hold Ctrl key
to select multiple devices, and cligkld to Clientto open the device adding dialog box.
In the popup message box, enter the user name and password for the devices to be
added.

Add All theOnline Devices

If you want to add all the online devices to the client software, click Add All andDdick
in the popup message box. Then enter the user name and password for the devices to
be added.

9.2.2Modifying Network Information

Select the device fromhe onlinelist, clickModify Netinfo, and then you can modify the
network infaomation of the selected device.

Modify Network Parameter X

MAC Address: 44-19-b6-5e-fb-4a Copy
Software Version: V5.3.0build 150513 Copy
Device Serial No.: DS-2CD2312-120140806CCCH475372976 Copy
DHCP
Port 8000
+ IPv4{Dont Save)
IP Address 10162225
Subnet Mask 255 255 255 [
Gateway: 10.16.2.254
IPvG(Don't Save)
Password:
0K Cancel

Figure 95 Modifying Network Parameter

=
[[NoTe
You should enter the admin password of the device inRhsswordfield of the popup
window to modify the parametrs.

9.2.3Restting Password

According to the differentideo intercomdevices, the softwarerovidestwo different
methodsfor restoring the default passworr resetting the password

Select the device from thenline devicdist, clickRest Password
Option 1:

77



Video Intercom Indoor Statio¥ User Manual

If the window with import filebutton, key importing mode drojlown list, password
and confirm password field pops up, follow the steps below to reset the password:

=
[NoTe

This option is available to door stations.

Reset Password x

Export Key

Key File: Export
Import Key

Key Importing Mode: Import File -
Import Key:

Password:

ase, uppercase and special
er for your passw with at least
two kinds of them contained.

Confirm Password:

OK Cancel
Figure 96 Resetting Password (Option 1)

1. ClickExpat to save the device file on your computer.

. Send the file to our technicahgineers

3. Ourtechnicalengineer will send you a fite you. Afterreceiving a file from the
technical engineer, selettport Filefrom Key Importing Mode dregdown list and
click "' to import the file.

4. Input new passwordh text fields of Passwordand Confirm Password

5. ClickOKto reset the password.

N

STRONGASSWORRECOMMENDEMe highly recommend you createsiong
password of your own choosing (Using a minimum of 8 chersict
including at least three of the following categories: upper case lgtters,
lower case letters, numbers, and special characters.) in order tg
increase the security of your product. And we recommend you reset
your password regularly, especially in thgthsecurity system,

resetting the password monthly or weekbncbetter protect your product.

Option 2

78



Video Intercom Indoor Statio¥ User Manual

If the window with import file and export file buttons, password and confirm password
field pops up, follow the steps below to reset the password:

Note: This option is available to indoor stations and master stations.

Reset Password %

Export File: Export
Import File: Import
Password:
Valid password range [3-16]. You can

Confirm Passw. .

OK Cancel

Figure 97 Resetting Password (Option 2)

1. ClickExportto save the device file on your computer.

2. Send the file to our technicahgineers

3. Clickimport and select the fileeceivedfrom the technicalengineer.
4. Input new passwordh text fields of Passwordand Confirm Password
5. ClickOKto reset the password.

STRON®GASSWORRECOMMENDEMe highly recommend you createsaiong
password of your own choosing (Using a minimum of 8 characters,
includingat least three of the following categories: upper case lefters,
lower case letters, numbers, and special characters.) in order t
increase the security of your product. And we recommend you reset
your password regularly, especially in the high securgiery,

resetting the password monthly or weekBnchetter protect your product.

9.3 Configuring Devices Remotely via iVM300

Configuring devices remotely via iVMZ00 is the same with that via Batch
Configuration Tool, please ref8r4 Configuring Devices Remotdty detail steps.
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9.4 Picture Storage

When the video intercom device is under armed status, iteaifiturethe picture
automatically after unlocking the door. Tkaptured picture can be uploaded and stored
in the storage server.

When starting the live view of door station via iVM&00, you can capture the livgew
picture. The captured picture can be uploaded and stored in the storage server.

5
[NoTe]
Thisfunctionis onlyavailableto door stations.

You are required to add storage server to the iVHIEO0,andformat the HDDs first
before uploading and storing captured pictures.

9.4.1 AddingStorage Server

Beforeyou start:

The storage server application softwareeds to Ie installed and its packed in the
iVMS4200software packageWhen installing the iVM8200, check the checkbaf
Storage Serveto enable the installation of storage server.

1. Clickthe icon on the desktop to run the storage server.
2. Openthe Device Maagement page and click tt&ervertab.
3. ClickAdd New Device TypeselectStorage Serveand clickOK

File System View Tool Help % ivms-4200 Cathreen @ @ B 1527:35 a - =

Control Panel 2 Device Management

& Group

Organization Device for Management (0)

# Encoding Device/Out # AddD Add New Device Type * 3

. Nickname =~ | HDD Stz
Select Device Type for the Client

Stream Media Server Decoding Device

Cascading Server Transcoder

EZVIZ Cloud P2P Device Video Wall Controller

e
OK Cancel
Oniine Device (2) Refresh Every 155
Add to Client + Add All Modify Netinfo Restore Default Password
P ~ DeviceType | Firmware Version  Safe Status ' Server Port ' Start time Added
101626 XX-XOOX-XX  Vxx.x build x0000¢ Active 8000 2015-05-30 00:13:35 No
10162233  XX-XXKKXX  Vxxx build 0000cc Active 8000 2015-10-29 083542 No
B B« ]

Figure 98 Adding Storage Server Type
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4. ClickStorage Serveon the list to enter the Storage Server Adding interface.
!{C
[Nore]

For adding the storage server, please rafed.2.1Adding Video Intercom Devices
User Manual of iVM8200 (Video Intercom) V2.4ir2the disk

9.4.2Formatting the HDDs

The HDDs of the storage server need to berfatted for the captured picture storage.

Seps:

1. Slect the added storage server from the list and cRemote Config

2. ClickStorage>Generako enter the HDD Formatting interface.

3. Select the HDD from the list and clletrmat You can check the formattj process
from the process bar and the status of the formatted HDD changes thoformatted
to Normal Status

el Remote Configuration (X7
4@ System HDD settings.
& Device Inf.
| & General [ HDD No. Capacity(MB) Free Space (MB) Status Type Group No. Property ‘
@ Time 1 197632 185019 Unformatted Local Group00  Read/Write
& SystemM... ||[[7] 2 197383 187189 Unformatted Local Group00  Read/Write
& Log 3 51200 37703264 Unformatted Local Group00 Read/Write
& User 4 3145597 536956 Unformatted Local Group00  Read/Write
& Network
4 & Storage
& General
& File
& Event P—
@ Image Format ] Update All J
Process:

| 0%

Storage Mode: |Quota X
Camera: %

Total Capacity: 3507.63 GB
Quota Ratio ForRe... 0 s %
Quota Ratio For Pict... 0 s %

Apply

Figure 99 Formatting HDDs

!{C

[Nore]

Formatting the HDDs is to pedlocate the disk space for storage and the original data of
the formatted HDDs will be deleted
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9.4.3 Configuring Storage Serv&icture Storage

Before you start:

The storage server needs to be added to the client software and the HDDs need to be
formatted for the captured pictures storage.

Seps:

1. Open the Record Schedule page.

2. Select the camera from theamera Group list.

3. Select the storage server from ti8orage Servedrop-down list.

=
[[Nore]
You can cliclstorage Server Managemein add, edit or deletéhe storage server.

4. Check the checkbox d®icture Storageo store the alarm pictures of the camera
wheneventoccurs

View Tool Help 1VMS-4200 Cathreen @ @1 85 16:1507 & - = x

B Control Panel 3 Record Schedule 2 Device Management

Camera Record Schedule Copy to i Save

Local Recording
Door Station

(2]

Storage Server Rec

Storage Server ¢ Storage Serve| - Storage Server Manage

Storage Content Record Schedule

+_Picture Storage Storing the alarm pictures of the camera

Storage Quota Record Quota:100% Set Quota

Picture Quota 0%

Additional Information Quota

nformation failed. Ry Error ¢

Figure 910 Setting Storage Server

5. dick Set Quotato enter the HDD management interface of tsrageserver. You
can setthe corresponding quota ratio for captured picture information.
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gl Remote Configuration (=)
4 & System HDD settings.
@ Device Inf
I @ General [T HDD No. Capacity(MB) Free Space (MB) Status Type Group No. Property
@ Time "f 1 197632 185019 Unformatted Local Group00  Read/Write
@ System M. 2 197383 187189 Unformatted Local Group00  Read/Write
@ Log 3 51200 37703264 Unformatted Local Group00 Read/Write
& User 4 3145597 536956 Unformatted Local Group00  Read/Write
@ Network
4 & Storage
& General
& File
@ Event p—
@& Image Format Update All
Process:
| 0%
Storage Mode: IQuota “
Camera: | %
Total Capacity: 3507.63 GB
Quota Ratio ForRe... 0 %
Quota Ratio For Pict... 0 %
__Apply

Figure 911 Setting Quota

Example:lf you set the picture quota as 60%eh the 60% of the storage space
can be used for storing the captured pictures.
6. ClickSaveto save the settings

9.5Video Intercom Configuration

Click the icon\ﬂ on the control panel of iVM&200 or click/iew-> Video
Intercomto open the Video Intercom pag®nthe Video Intercom page,op can
control video intercom devices remotely. There are 4 modulesherVideo Intercom
page:
Video Intercom:Startvisual communication with door stationand manage
incoming calls from indoor stations and door stati@nsgl master stationsRefer
9.5.2Video Interconfor detail steps.
Group ManagementConstruct virtual communities according to the real
community situations, and assigioar stations and indoor stations to the
community accordinghyRefer9.5.1Group Managemenfor detail steps.

s
[Nore]

You should manage groups first before starting the visumhmunication with
indoor stations or doostations
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Card ManagementAdd unauthorized cards to the iVMIR00, and issue card to

the door station via the iVM8200.Refer9.5.3Card Managemerior detail steps.
=

[NoTe]

Once you issue cards via the iVHIBO, the card issuing function of the

corresponding door station will be disabled automatically.

Notice ManagementSend information to indoor stations, search information,

seach call logs, and search unlocking Idgefer9.5.4NoticeManagementor

detail steps.

Intercom Group Card Notice

Group Household List Dial Keyboard

Search £ Nickname ~|IP Room NoMo. x
1 2 3
4 5 6
7 8 9

!

0 = a

Dial Lot
o Please input the Room N. (Input
1-2-3-101 as Room 101, Building 3,
R Community 2, Project 1.)

& Dailed
3 Recelved

@ Missed

Figure 912 Intercom Interface
9.5.1 Group Management

Purpose:

You can adgroups to communityputer door station, or other, and assign devices to
each group.

EnterControl Rinel->Video Intercom-> Goup Managementto add, edit, and delete
groups. fireegroup types can be selectecommunity outer door station and other.

Adding Group

1. Clickthe Group Managementab to enter the group management interface
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Video Intercom Group eme Card Notice
Organization + & X st
- L1 community Add Add Analog Wity Remove Fiter
= [ outer Door Station 102 NA 102
! Add Group x 201
| Others
Group Type: 2
© Community Outer DoorStat.. _ Other 301
302
Project No. 401
Community No 402
Building No.: 0t
502
601
oK Cancel 502
1 101
Door Station 10.16.285 1

Note: 1-2-3 indicates ProjectNo.1,
Community No. 2, Building No.3

Figure 913 Adding Group

2. dick + to pop up group adding window, andput the corresponding information
accordingly.

SelectCommunityas group typeand then Input theCommunityNo.,
buildingNo., andUnit No. to set the community structure, as shown in the
figure below

Add Group x

Group Type:
@ Community Outer Door Stat. . Other

Project Mo..
Community Mo.:

Building Mo.:

oK Cancel
Figure 914 Adding Community

SelectOuter Door Statioras group typeand then input the outer door
stationNo. (Range: 1o 9) to set the outer door station, as shownthe
figure below

B
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Add Group x

Group Type:
Community (@) Quter Door Stat. .. Other

Project Mo.:

oK Cancel

Figure 915 Adding Outer Door Station

SelectOther as group typeand then input the group name.

Add Group x

Group Type:
Community Outer Door Stat... (@ Other

MName:

OK Cancel

Figure 916 Adding Other

For example Youcannamethe group as administrator, entrance guard and cleaning
staff, etc.

¥
[nore]
When selectingther as the group type, you caset different groypsfor staff other
thanresidents such asdministrator, security guard and cleaning staff, eéad you
can assign cards to these staff and configure different permissions to them.

3. ClickOKto complete group adding.
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Assigning IP Devices to Group

After adding groups to Community, Outer Door Station, or Other, you should assign
devices to the group.

Forexample Youshouldassign indoor stations and door stations to the grodp-1in
Community.

1. ClickAddto enter the Add Resident Interface and thee® intercom devices added
to the client software will be listed, as shown in the figure below.

Add Resident x

Please selectthe devices to import Filter

Device Mickname ¥ |IP Address Device Type Raom No./No.
Indoor Station 10.16.1.20 Indoor Station 101

Door Station 10.16.1.75 Door Station for Villa 1

Total:2 Page:1/1 Item Per Page: Adaptive ~ Page Go

oK Cancel

Figure 917 Adding Resident

2. Checlkthe checkbox of device
Indoor Station:set aRoom Nofor the indoor station.
Door Station:set a No. for the door station.

3. ClickOKto save the settings

Assigning Analog Devices to Group

!:;
[NoTe]
When assigning analog devices to group, only analog indoor stations are supported.

1. ClickAdd Analogto pop up analog device adding window. You can add analog devices
singlly or in batch.
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R AddingDevices in Batch: Enter the start floor and end floor, and set the room

numbers.
Add ®
Add Type: (@ Batch Single
Start Floor Mo
End Floor No.:
Room Mumbers.:
oK Cancel

Figure 918 Adding Devices in Batch

=
[Nore]

Room Numbers here refers to the room numbers in each floor.
, Adding Devices Singlly: Enter the room No..

Add x
Add Type: Batch @ Single

Room Mo.:

oK Cancel

Figure 919 Adding Device Singly
!*‘,Z
[Nore]

The room No. fanat is like 101.
2. ClickOKto save the settings
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Modifying Device Information

1. Select an added device.
2. ClickModify to enter the device modifying interface.

Modify X
Project No. 1
Community No.: 1
Building Mo 1
Room MNoJMo.: 1m0
0K Cancel

Figure 920 Modifying Device Information

3. ClickOKto complete the device modifying operation.
Deleting Device

1. Select an added device.
2. ClickRemoveto pop up a dialog box.

Delete the resident? All normal cards will be restored to unauthorized cards if the linked device is not online.

OK Cancel

Figure 921 Information

3. ClickOKto complete the group deleting operation.
9.5.2Video Intercom

Receiving Call froomtoor Station

Purpose:
When the indoor station has been added to the client softwsej ca call iVM&200
via indoor station.
Before you start:
Make surethe indoor station has been added to the iVM800 client software.
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. Make sure the SIP server IP address of the indoor station is not configured (or
abnormal).
Steps:
PressCenteron the man interface of the indoor station.

Device Call

() —)
§ —)

. Indoor Station 1-1-1-701
Device Call ]

Figure 922 Calling from Indoor Station

e

. When theSIP server IP of thadoor station is configuregiressCenteron the main
interface of the indoor station to call the master statimstead of iVM&200

, ClickUnlockto unlockthe building or villa door via iVM&00, no matter whether
answering the call from indoor station or not.

, ClickAnswerto answer the call from indoor station.
, ClickHang Upo end the call from indoor statian

Calling hdoor Station via iVM&1200

EnterControl Paneb>Video Intercom>Videolntercomto enter the Video Intercom
page.

The softwareprovides three different methodsfor calling indoor station.

Option 1:Calling Residenfindoor Station)by Room No.

1. Input the room No. of the indoor statiomithe dialkeyboardon the right.
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& yMS-4200 admin @ IS 170445 8 - B x

Natice
Organization Resident List | Dial Keyboard ‘

201 Ni& 20 1 2 3

" e | s |

402 m anz 7 8 9

4 501 & 501

601 s 801 O a
Piease input tha Room Na. (input
1-2-3-101 as Room 101, Building 3,

Al Community 2, Project 1)

Figure 923 Calling Indoor Station (Option 1)

—5
[NoTe]
You should entethe Room No. in the correct format. Ferample 1-2-3-101
refers to Room 101, Unit 2, Building 3, Community 1.
2. ClickCallto start video call with the indoor station

Option 2:Calling Residenfindoor Station)from Group
1. Select the community from thgroups on the left.
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VMS-4200 aamin @ @ E M5 8 - 5

o0 nlar GroupManagement  CardManagement  Nofice Wanagement
Organization Resident List Dial Keyboard
P mickname - P ROOM NoJMO,
x
Lk Community 101 Nk 10
02 i 102 1 2 3
201 Nk 201
202 Nk 202
an A 301 4 5 6
02 ik 102
01 Nk 40
a0z A 02 7 8 9
4501 Nk s01
502 A 502
0 - a
501 Nk 601
502 Nk 502
e e DEE ™ [ e ]
Please input e Room No. (input
12-3-101 a8 Room 101, Building 2
L] Communty 2, Froject 1)
% Disled
& Recenad
® Missea

Figure 924 Calling Indoor Station (Option 2)

2. Double click the added resident from the resident list to callrdmdent.
Option 3:Calling Residentindoor $ation) from Call Log
1. Click the dlal Iog on the beloand select the log typ® enter the dial log interface.

ry

IVMS-4200 admin @ @ B 112041 @ - & x

Organization Dial Log List I ClearLog  Dial Keyboard
£ [ This Week
x
= L Communy REERE Indoor Station
x
2016-07-01 11.4428 Missed Ring Duration: ... et
I 144701 Indoor Station 4 5 6
2016-07-01 114208 Missed Ring Duration: X
110700 Indoor Station
(5 x 7 8 9
2016-07-01 11:3649 Missed Ring Dusation:
|
, 1aqo Indoor Stabon

PEEEE/T] Indoor Station
2016-07-01 113211 Missed Ring Duration: 0 S

Lt N —— Please input the Room No. (input

x
2016-07-01 113641 Disted Ring Duration: 3 0 - a
Cs

1-2:3-101 35 Room 101, Building 3,

2016-07-01 113207 Missed Ring Duration: 0 3 X Communty 2, Project 1)
% Disled
PREEE 1} Indoar Station
% Recsived X
2016-07-01 11:3204 Missed Ring Duration: 0 &
@ Missed
Previous Week v
Earlier v

Figure 925 Calling hdoor Station (Option 3)
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2. ClickCallfrom the call logs to start video call with the indoor station.

Call Log

Onthe Video Intercom talpage, there are four types of call logs you can sedakth:
Dialed Received andMissed

On the dial log area, you can view detail information of the dialog, andGtittio start
the audiovisuakall with the indoor station.

Qick [ Clearlog 4 clear all log in the list (optional).

9.5.3Card Management

Purpose:

You @n add unauthorized cards to the community and then you can assign the cards to
the corresponding indoor station and door stations.

For example, if there are 3 residents living in Room 401, youssigra3 cards to No.
401 Indoor Station.

For each indoor station, you can assign multiple cards, and you can assign these cards to
the door stationin the same building.

Note: Indoor extension does not suppdBtard Management
Before you start:

Make surethe indoor station and door station have been added to the iVA280 client
software.

Steps:
ClickVideo Intercom-> Card Managemertb enter the card management page.
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tem View Tool Help 2 ivms-4200 admin @ f B4 151220 & - o x
BR  Control Panel EC video intercom 62 Device Management
Video Intercom P cara Notice
Card Unauthorized Card
_ Add Card Delete Card Delete Al [ CardEncrypt | | lssueCard || Batchimpott | BatchExport | Filter
Normal Card
Indec 4 | CardNo Card Type
1 01 Resident Card
2 02 Resident Card
3 03 Resident Card
4 04 Resident Card
5 05 Resident Card
6 06 Resident Card
7 o7 Resident Card
8 08 Resident Card
9 09 Resident Card
10 10 Resident Card
Total10 Page:til ttem PerPage: Adaptive |~ Page Go

led on item:

Figure 926 Card Management Interface

Adding Card

Steps:
1. ClickUnauthorized Card> Add @rd to pop up card adding window.
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File System View Tool Help A ivms-4200 admin @ 88 §5 151220 & - © x

" 3 =
B=  Control Panel B video intercom 63  Device Management

Video Intercom Group card sme Notice

Card Unauthorized Card

_ Add Card Delete Card || Dlete Al CardEnerypt | | lssueCar || Batchimport || BatehExport | Filer

Normal Card

Adding Method ® InBatch Single Card | Card Reader

Gard Type: ) ResidentCard _ Other Gard
Start Card No,

End Card No.

oK. Cancel

Total40 Page:i Item Per Page: Adaptive ~ Page Go

L B = Saving parameters failed on item: Camera1_Vandal-Proof Door Station: Saving DVR record parameters failed! Storage Schedule: Eror Code

Figure 927 Adding Cards in Batch

2. Selectcardadding modeand card type.

=
[Nore]
Two types of card are availabResideniCard is used by residents living in the

community, andOther Cards used by visitors (guest, serviceman, etc.) in the
community.

If you add card in batch, please set the start card No. and the end card No..
If you add cardingly please enter the card No..

If you add card via camader please swipe the card in the card reader, and the
correspondingcard No. will be showautomatically in the &d No. textbox.
3. ClickOKto accomplish carding adding operation.

!{:.
[NoTe]
ClickDelete Allto delete all cards added in iVMRR00.

., Select one or multiple cards, actickDelete Cardo delete selected cards added in
iVMS4200.

, Card Engrpt is onlyavailableto cards added via card reader. Enabling Card Encrypt
can improve the card security to prevent it from being copiut.the same time, the
default key of all the available sectors of the carchidified

Issuing Card

Clicklssue Cat to pop up card issuing window.
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Organization Resident List
Ll Community Cancel Card
! Others

Close

Figure 928 Issuing Card

Issuing Resident Cards

Steps:

1. SelectCommunityfrom the organization lisflike 1-1-1) and the indoor stations of the
community will be listed in the resident list.

Organization Resident List
- Ll communty Cancel Card
_ index = |Reom No. IP Address Card Card Wanagement

2l e 1 101 [ Card Selection ]

SERT e 2 102 [ Card Selection ]

3 201 [ Card Selection ]

4 202 [ Card Selection ]

5 301 [ Card Selection ]

6 302 [ Card Selection ]

7 401 ( Card Selection ]

8 402 [ Card Selection ]

9 501 ( Card Selection ]

10 502 [ Card Selection ]

11 601 ( Card Selection ]

12 602 ( Card Selection ]

13 701 1016223 [ Card Selection ]

Close

Figure 929 Clicking Card Selection
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2. ClickCard Seledbn to pop up card selection window where unauthorized resident
cards are listed.

Card Selection x

Card Selection Device Selection
Fliter:  Filter All

All Door Station
Index « |CardNo Card Type Card Status
1 01 ResidentCard ~ Unauthorized Card
2 02 ResidentCard  Unauthorized Card
3 03 ResidentCard  Unauthorized Card
4 04 ResidentCard  Unauthorized Card
5 05 ResidentCard  Unauthorized Card
6 06 ResidentCard  Unauthorized Card
7 07 ResidentCard  Unauthorized Card
] 08 ResidentCard  Unauthorized Card
9 09 ResidentCard  Unauthorized Card
10 10 ResidentCard  Unauthorized Card

Total:10 Page:1/1 Item Per Page: Adaptive ~ Page Go

Issue Card Cancel

Figure 930 Selecting Cards

3. Check the checkboxes of the camtenter the card No. ithe filter textboxyou need
to assign to the indoor station, and check the checkbox of dooroststidoorphones
and outer door stations

il
[NOTE|
Only resident cards can be assigned to indoor stations
4. Clickissue Cardo complete the card issuing operation.
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12 602 Card Selection

Organization Resident List
= L1 Community Cancel Card

‘ 13 701 10.16.2.23 04/05/08 Card Selection

Close

Figure 931 Displaying Card Issued

—X—

[[Nore]

After issuingesidentcards to the indoor station, the card No. willalse listed irthe
residentlist.

Issuing Other Cards

Steps:
1. SelectOther from the group list(like Cleaning Staff).

Organization Resident List
= Ll community Cancel Card
111
Index 4 |Name Card Card Management
- [ others

1 Security No. 1 Card Selection

Close

Figure 932 Issuing Other Card
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2. ClickCard Selectiotio pop up card selection window where unauthorized other cards

are listed.

Card Selection x

Card Selection Device Selection
Fliter: Filter All
All Door Station
Index | Card No. Card Type Card Status
1 " Other Card Unauthorized Card
2 12 Other Card Unauthorized Card
3 13 Other Card Unauthorized Card
4 14 Other Card Unauthorized Card
5 15 Other Card Unauthorized Card
8 16 Other Card Unauthorized Card
7 17 Other Card Unauthorized Card
8 18 Other Card Unauthorized Card
9 19 Other Card Unauthorized Card
10 20 Other Card Unauthorized Card
Total:10 Page:1/1 ltem Per Page: Adaptive - Page Go
Issue Card Cancel

Figure 933 Selecting Cards

3. Che& the checkboxes of the cards enter the card No. ithe filter textboxyou need
to assign to theperson and check the checkbox of door stations, doorphones and
outer door stations

4. Clickissue Cardo complete the card issuing operation.

Organization

+ L1 community

| Others

Resident List

Cancel Card

Index  ~ |Name

Card

Card Management

_\1

Security No. 1

1112

Card Selection

Close

Figure 934 Displaying érd Issued
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51
[[Nore]
After issuing other cards to the person, the card No. will also be listéeiresident
list page.
CancelingCards

When canceling cards, cards that have been issued will be reset to authorized ones. Via
iVMS4200, there are two ways to carldbe cards which have been issued.

Option 1:
Steps:

1. SelectCommunityfrom the organization lisflike 1-1-1) and the indoor stations of the
community will be listed in the resident list.

Issue Card

Organization Resident List
- L1 Community Cancel Carg
Index “ | Room No. IP Address Card Card Management
2 101 1016211 01
Close

Figure 935 Card Selection Interface

2. ClickCard Selectiorto pop up card section window where normal cards and
unauthorized resident cards are listed.
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Card Selection x

Card Selection Device Selection
Fliter: Filter < Al
All + Door Station
=/ Index “ | CardNo Card Type Card Status
V1 ] ResidentCard  Nermal Card
<2 02 ResidentCard  Normal Card
3 03 ResidentCard  Unauthorized Card
4 04 ResidentCard  Unauthorized Card
5 05 Resident Card  Unauthorized Card
& 06 ResidentCard  Unauthorized Card
7 o7 ResidentCard  Unauthorized Card
8 08 Resident Card  Unauthorized Card
9 09 ResidentCard  Unauthorized Card
10 10 ResidentCard  Unauthorized Card
Total10 Page:1H ltem Per Page: Adaptive v Page Go
Issue Card Cancel

Figure 936 Selecting Cards

3. Check the checkboxes of the catHat has been issued (normal cards).

4. Clicklssue Cardo complete the cardancelingoperation.

Option 2:

On the card issuiniiterface, check the checkboxes of Room No. (for resident card) or
Name (for other card), cligdRancel Cartb cancel all card issued to thievice

!‘_:

JINOTE|
Through Option 1, you can cancel card from single or certain door stations.
Through Option 2, you wilboicel all issued cards at a time.

Normal Card

ClickNormal Cardo display normal card list. After issuing cards, the issued cards will be
listed in the normal card list, as shown in the figure below.
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Videa Intercom Group. Card Natice

Card Normal Card
¥ Unauthorized Card List Filter
1 01 ResidentCard  Indoor Station
02 Resident Card  Indoor Station
3 14 Other Card Security No. 1
4 15 Other Card Security No. 1
Total:4 Page:1/ Item Per Page: Adaptive v Page Go

Figure 937 Normal Cards Interface

Batch Importng Unauthorized @rds

Steps:
1. ClickBatch Importto enter the batch import interface, as shown in the figure below.

Batch Import Files(®.csv):

Export Template

oK Cancel
Figure 938 Importing File

2. Clickexport Templateo export the template of the batch import file.
3. Fill in the template of the batch import file and save it.

4. Click " to select the batch import file and click Open.
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5. ClickOKto start importing the batch import file.
Batch Expoiing Unauthorized Cards

Steps:
1. After adding unauthorized cardandclickBatch Export
2. Select the saving file path and clisave

3. After batch expating the unauthorized cards, thexcel will be generated in the saving
directory.

9.5.4Notice Management

Creating Notice Information

Purpose:

You can create notice information and send it to residents (indoor stations).

Steps:

1. ClickNotice -> Create Notice Infamation to enterthe notice information creating
page.

File System View Tool Help A ivms-2200 aomin @ G [ 004558 @ - 8 x

BE  Control Panel E' video intercom &2 Device Management

Video Intercom Group. @ Notice.

Information Create Notice

| Query Notice subject

Query Call Log Tpe Notice Information

Query Unlocking Log Add Picture

Information:

Send Clear

Note:Analog indoor station only supports the title of the maximum 20 characters, the content of the maximum 300
characters of the information and daes not support picture.

Figure 939 Notice Creation Interface

2. ClickSend Tdo pop upthe residens (indoor stations) selection window. Check the
checkboxes of indoor stations you want to senfbrmationto, and clickOK
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Select Resident x

Please Select Resident:

All
102
201
202
301
302
401
402
501
502
601
602

Indoor Station

OK Cancel

Figure 940 Selectingresidents

3. Enter the subject, set the information type, and add the picture (optional).
4. Enterthe information and cliclSendto send the notice.

=

[norel
For IP indoor stations, nmore than 63haractergincluding space) can be input in
the field of subjectFor analog indoor stations, no more than 20 characters (including
space) can be input ithe field of subject.

For IP indoor stations, no more than 1023 charactiemd{ding spacecan be input in
the field of information For analogindoor stations, no ma than 300 characters
(including space) can be inputtime field of information.

Only picturewith size smaller than 512KB awith format ofjpg. can be added to the
notice, and no more than 6 pictures can be added to the same notice information.

. Analogindoor stations daot support receiving pictures
Querylng Notice Information

Purpose:

You can search the notice information seéndesidents

Steps:

1. SelectQuery Notice Informatiorto enter query notice information interface.

2. Select the info type, induithe subjectrecipient, and set the start time and end time.
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Videolntercom  Group c Notice
Information Query Notice
# Create Notice Type: Al o
Subject Recipient auery
Query CallLeg Start Time: 2016-07-050000:00 [ End Time 2016.07-05235050 [ Reset
Query Unlocking Log o —
Recipient Subject Sending Time ~ | Information Type | Sending Status | Operation
Indoor Station; ~ Greeting 2010705155503 Notics Informa.. Sent @
Total1 Pagerl lemPerPage:Adaptive | 4 v v Page 6o

Figure 941 Notice Interface

3. ClickQueryto search thenotice information.

4. Click = to view the detailed information of selected notice. You can resend the
notice information failed to be received or ura@ by residents.

Message Details x
Send To: Indoor Station,
Subject. Greeting
Dear Resident ‘ Failed | Sent | Unread Users
Hope you happy everyday! Al

Indoor Station

OK Cancel
Figure 942 Message Details

5. ClickExportto export the notice information.
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Querying Call Logs

Steps:

1. ClickQuery Call Log® enter thecall log querying page.

2. Select thecalling status, device typand set the start time and end timand click
Query to search the call log.

% ivms-a200

2 Device Management

Information Query Call Log
¥ Create Notice Calling Status Ml « DevceType Al Devices B Query
Outary Nokos StartTime, 201607-01000000 [  EndTime 201607-04 235859 [ Reset
Export
Query Unlocking Log

Calling Status | Start Time ~ | Duration DevicaType | Device No

Dialed 2016-07-04 10,1535 Speaking Duration 05 Indoor Station 111701

Dialea 2016-07-04 10:15:27 Speaking Duration: 0'S Ingoor Station  1-1-1-701

Oialed 2016-07-04 10:16:20 Speaking Duration: 08 Indoor Station  1-1-1-701

Dialed 2016-07-04 10:15:12 Speaking Duration 08 Indoor Station  1-1-1-701

Receed 2016-07-02 11:29.59 Speaking Duration: 118 DoorStation 1111

Received 2016-07-02 11:2042 Speaking Duration: § 5 DoorStaon ~ 1-1-1-1

Dialed 20160702 11:2211 Ring Duration 55 Ingoor Station 111701

Missea 2016-07-01 11:44:28 Ring Duration: 40 8 DoorStaton 1111

Missed 2016-07-01 11:4208 Ring Duration: 34 8 Indoor Station  1-1-1-701

Missed 2016-07-01 11:3649 Ring Duration: 16°S Ingoor Station  1:1-1-701

Olaled 2016-07-01 11:36:41 Ring Duration: 38 Indoor Station1-1-1-701

Missed 2016-07-01 113211 Ring Duration: 0.8 Indoor Station 111701

wissed 2016-07-01 11:3207 Ring Duration: 0°S Ingoor Station 111701

Tolal23 Page:t2 MemPerPage:Adaptve v « 4 > m Page Go

Figure 943 Call Log Interface

3. ClickExportto export the call logas an excel file.
QueryingUnlocking Log

Steps:

1. ClickQuery Unlocking Log® enterthe unlocking log querying page.

2. Select theunlocking type, device typand set the &rt time and end timeand click
Query.
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Wideolntercom  GroupManagement  CaraManagement Hobce Management
Information Query Unlocking Lag
* Creale Notice Uniocxing Type: Al ~  DeviceType: i Devices ~ Query
‘Comcry Notica Start Time: 2016-07-0500:00:00 [5F  EndTime 2016-07-05 235050 [51 Reset
Query Call Log Export
Time ~  Unlocking Type Device Type Card NoDevice No. Caplure
2016-07-05 15:50:54 Uniockby Center  DoorStatan 10000000100 ¢
2018-07-05 16:0052 Unlock by Center  DoorStation 10000000100 ¢
2016-07-05 16.0106 Unlock by Center  DoorStation 10000000100 ]
Total3 Page:tft Mem PerPags:Adatve |~ “ 4+ v Page Ga

Figure 944 Unlocking Log Interface

3. ClickExportto export the unlocking logas an excel file.

9.6 DeviceArming Control

Steps:
1. SelectTool>Device Arming Contrdb pop up device arming control window.

| & Device Management
|# EventManagement

| %L Record Schedule
j&, Account Management
| [ Log Search

| I, System Configuration

| 44 Broadcast
; 1/0 Control
® Batch Wiper Control
| {5} Batch Time Sync
| & Player

. Message Queue

Figure 945 Tool Bar
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2. Set the armingstatus of the device as armed, and the alarm information will be auto
uploaded to the client software when alarm occurs.

Device Arming Control x

Encoding Device Indoor Station/Master Station

u Al Arming Status
' Door Station | |
Wandal-Proof Door Station ()

Figure 946 Device Arming Control

ideo Intercom Event

Inv.. | Alarm Time Alarm Source Alarm Details Alarm Cantent Live View | SendE...| Note
2 2016-07-0410:38:49  Encoding Device:Door Statio... Trigger Camera: Camera1_Deor... Video Intercom Event [}
1 2016-07-0410:3726  Encoding Device:Door Statio...  Trigger Camera: Camera1_Door... Video Intercom Event [+]

 Motion Detection ~ Video/Audio Exception ~ AlarmInput -~ Device Exception -~ VCAAlarm ~ Other Alarm
Figure 947 Alarm Events

=
[NoTe]
After adding the device to the client software, it will be armed automatically
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10 Accessing @ Hik-Connect Mobile Client
Software

o

[Nore)

, TheHikConnectmobile client software supports the iG§stemand Android system
both.

. The basic operations of the client software are similar on the iOS system ghd on
Android system. Here we taksperatiors onthe iOS system as example.

10.1 Installing Software

10.1.1Installing Software (i0S)

Steps:

1. Log in theApp Store

2. Enter the key wordslik-Connectto search the mobile client software
3. Download and install the software to your iPhone.

)

\_/

4. After installing the softwaretap to run it.

10.1.2Installing Software (Android)

Step:

1. Log onto theGoogle Play

2. Enterthe key wordsHik-Connectto search the mobile client software.
3. Download and install the software to your phone.

D
4. After installing the software, taf \/ to run it.
[Nore]
D
\_/

Touninstallthe software, tab and hold the software icc'® until the icon turns to

D
, andtab thedeleteicon on the uppeteft corner to delete the software.

10.2 RegisteringSoftware

Purpose:
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You should register the software first before logging in the sofmvar

Two ways ofegistrationare available Registration via Telephone No., and Registration
via EMail Address. Here we take Registration via Telephone No. as example to introduce
registering an account in the software.

Steps:
)
1. Tapthe icon \/ to run the oftware, and t@ Register an Accourtb enter

registration mode selection interface.
HIKVISION [ oy oo

Register by E-mail
Address

Read and Agree
Terms of Service
Login with mobile phone number
Figure 161 Main Interface Figure 162 Selecting Registration Mode
2. Tgp Terms of Serviceand check the checkbox Bead and Agred you agree the

Agreement.
3. Tap Register by Mobile PhonBlumber, to enter the region selection interface.
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Cancel Region Finish é Mobile Phone Number

Turkey 1 Region
Turkmenistan

Turks and Caicos Islands Example:1234567890

Uganda Get Verification Code
Ukraine

United Arab Emirates

N<<CH40DOTOZErAc—IOMMOO®>

United Kingdom 1 2 3
Uruguay ABC DEF
4 5 6
USA GHI JKEL MNO
Uzbekistan Pi{s 'r?v wgrz
Vanuatu 0 Q
Figure 183 Selecting Region Figure 184 Entering Phone No.

4. Select a target region, enter a valid mobile phone No., apdha Get Verification
Codebutton. The verification code will be sent to your phone.

& Input the verification code
S fica de

Get Again(37)

T2 1 3
ol 2 &
s | S|
0 a
Figure 165 Entering Cde Figure 166 Setting Account

5. Enter the received verification code, angtdne Next button to enter theaccount
creating interface. Othe account creating interface, enter a user name, a password,
a confirm password, and pethe Finishbutton to complete accont registration.
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